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Regarding this software

Normal Operation

Please connect your personal computer to the embroidery machine to meet the following requirements.

Applicable PC
IBM PC/AT Compatible

Useable OS

Windows XP Home Edition
Windows Vista
Windows 7
Windows 8
NOTE:
Only these versions of the Operating System are supported.

CPU

Pentium2 or more with processor speed greater than 400MHz

Memory

More than 32MB (recommend more than 64MB)

Hard disk

Over 10MB of space available

Screen Resolution
800x600(over 256 colors)

A Mouse is necessary
Floppy Disk and CD-ROM drive are required

Serial(RS232C) or USB port
The USB cable is to use the cable of the USB2.0 standard(within 5m)



Features of this software

[HAPPY Link] is our machine operation software, which allows many functions such as needle select,
frame move and/or setting any data function like needle color, design adjust, offset and more.
Easily send your design data to your machine, from your PC. (After this, this software is called HappyLink.)
Happy Link consists of two basic modes ([Operation mode], [Data send mode]). Refer to [Basic knowledge
and operation].

It is possible to communicate with an embroidery machine, which is not supported by Happy Link software.
If the machine is incompatible with HappyLink, you cannot use many functions. (Refer to [HappyLink
software’s function, which can be used by the embroidery machine,] in [Basic knowledge and operation])

Functions in this software
1.0Operation mode
1. Change Needles (This function may not be used depending on Model.)
Moving head will cycle between colors in the direction of the arrows.

2. Forward, Back(This function may not be used depending on Model.)
You can move forward or backward through the design without sewing.

3. Position Return(This function may not be used depending on Model.)
You can move the hoop back to its previous position.

4. Origin(This function may not be used depending on Model.)
You can return the hoop to its original starting position.
You can return the frame and design data to the original start point with the stitch count to
zero. If you click on it again, the hoop and design will move back to the last position and
stitch.

5. Top(This function may not be used depending on Model.)
This will reset the design to the first stitch, but the hoop will not move to the origin.
If you click on it again, the pattern data will return to its original position. The top of file mark
indicator on the embroidery machine LCD will blink.

6. Pattern selection
For selecting a pattern that has been previously saved in the embroidery machine, or
deleting or renaming the design.

7. Needle selection
For setting the order in which the needles will be used.



8. Adjust
For editing the design; i.e. scaling, rotation, stitch width adjustment, and coordinate changes.

9. Repeat
For repeat sewing of the same pattern.

10. Offset
Allows you to set the machine to have a starting position in which the frame may be located
offset from the actual position that stitching will begin. This allows for easy loading of the
frame into the machine.

11. Frame out
This allows you to have the frame move out from under the needles after a certain color or
needle has finished sewing. This will allow for trimming or the application of an appliqué.

12. Auto origin setting
When the design is completely finished, the frame returns to its original starting position
automatically instead of remaining at the last stitch of the design.

13. Locate(This function may not be used depending on Model.)
If the power source of the embroidery machine is shut off, and you changed the drive frame
position; or the machine stopped due to a power outage while sewing, this function enables
you to move the drive frame back to the previous position after turning the power back on.
(This button is gray color and you cannot use this function, when the embroidery machine
does not have this ability.)

14. Direct
Move directly to a stitch or color change point or repeat number in the design.

15. Create
Used for the basic setup of the embroidery machine.

16. Rotation speed indication(This function may not be used depending on Model.)
Display the rotation speed of main shaft in the machine, (r.p.m.)

17. Stitch Counter(This function may not be used depending on Model.)
Display the current number of the stitch being sewn

18. Letter(This function may not be used depending on Model.)
Selecting letters from internal fonts in the embroidery machine and stitching them.



2. Data send mode

1. Open design
This function reads embroidery data stored in the personal computer or on a diskette and
displays them.

2. Needle selection
This function sets the order of needles to sew. At every color change, the machine changes
to the next set needle.

3. Design adjust
This function sets scaling, rotation and reversing, etc.

4. Repeat
This function sets up sewing the same pattern multiple times on the same cloth.

5. Frame out
After having sewn the designated color, this function moves the drive frame to a position
previously designated. This function is used when you want to do something in the middle of
sewing such as add an appliqué piece.

6. Offset
Allows you to set the machine to have a starting position in which the frame may be located
offset from the actual position that stitching will begin. This allows for easy loading of the
frame into the machine.

7. Simple editing
This function is to do simple data editing of stitches of pattern data, such as deletion, moving,
or addition of a function, etc.

8. Send design data with functions to the machine
This function transmits the pattern with the settings of needle changes and editing settings,
etc. into the embroidery machine.

9. Save design data with function
This function saves the pattern with the settings of the Needle selection and the Simple
editing, etc. in the personal computer or on a floppy disk.

10. Changing background color
This function enables the change of the background color (color of cloth) of the displayed
pattern.

11. Frame Check (Transmission of data after confirming pattern position and the drive frame size)
By this function, you can confirm the pattern and position of the drive frame in the display.
You can move the drive frame, if you moved the frame in the display. Then, the pattern with
the settings of needle changes and edit settings, etc., is transmitted to the embroidery
machine.

12. View the production data(This function may not be used depending on Model.)
Production data is displayed.

13. Print selected design
You can print the selected design.

14.View the selected block by color
Displays only the current color block in [simple editing].



How to set up

Note: In order to use this software, you need to have a basic knowledge of Windows.

How to install in PC
If you are using Windows Vista, Windows 7 or Windows 8, please refer the [How to install to Windows
Vista, Windows 7, Windows 8].

Note:
Install in the Administrator if you use Windows XP.
Install this software after uninstall, if you have already installed Happy Link software.

Sample patterns are installed in the directory c:\Program files\Happy\HappyLink\Pattern.

1. Insert the CD in the CD-ROM drive. [Install menu] is automatically displayed. (This process takes a few
moments.) Click on “HAPPY Link install”.

el Softmes ared USE Drieer

@ m HAPPY Link I @a = HAPPYLAN
| Install Ver.A3.13 | | | 2 Install Ver.A1.14

forUSBuser

,_A ”‘ ‘|‘

! - USB Dnverinstall

Vista Win.7 Win.8(648it)

If there is angther program running in the PC; : Close
exjt all programs that are running.

2. You are to remove an old version.
Click on Continue when an old version isn't being installed, and the installation of "HAPPYLink" is

started
Until a CD starts, it may take several second.

Note.
Install this software after uninstall,
if you have already installed HAPPY Link software

In the case of Windows XP or 2000
You must have Adminstrator privileges to correctly install the
HAPPY Link.

Installation ver = == . Coatinued ]

Cancel I

3. [Setup] normally, is automatically displayed, and the HAPPY Link setup prepares the Install Shield
wizard that controls the setup. (This process takes a few moments)

HAPPYLink . Setup is preparing the InstallShield(r)
Wizard which will guide you through the rest of the
= setup process. Please wait.

_______EX




4. [Welcome] scene is displayed. Please click on [Next].

5. Please click on [Next].

Welcome

‘welcome to the HAPFYLink 0.0 Setup program.  This program
will install HAPFYLink. = 7.0 on wour computer.

Itis gtrongly recommended that you exit all Windows programs
before running thiz Setup program.

Click Cancel to quit Setup and then cloze any pragrams you have
unning. Click Mest to continue with the Setup program.

WARMING: This program iz protected by copyright law and
international treaties.

Unauthorized reproduction or distribution of thiz program, or any
partion of it, may result in severe civil and criminal penalties, and
will be prosecuted to the mazimum extent possible under law.

< Back Cancel

Note:

5-1. If there is another program running in the PC, please click on [Cancel] to exit [Set up].
Please select [Exit Setup].

Exit Setup %]
Setup iz not complete. 1f you quit the Setup program now, the
program will not be installed.

You may run the Setup progran at a later time to complete the
installation.
To continue inztalling the program, click Resume. To quit the
Setup program, click Exit Setup.

Exit Setup |

5-2. Then, exit all programs that are running.
5-3. Take out the CD-ROM, and start from the beginning set up again.

6. Please input information on user. Please click on [Next] after inputting.

n e |
User Information |ﬁ|

Type your name below. You must alzo type the name of the
company you wark. far.

Mame: IemH

Company: |happp

IristalShizld

< Back I Mext » I Cancel




7. Please click on [Next]. (Designating a directory to install Happy Link.)

Setup will install HAPFYLink A2 02 in the following directony.
Toinztall to thiz directory, click Mest.

Toinstall to a differsnt directaory, click Browse and select anather
directory,

ou can chooze not to install HAPPY Link A2 02 by clicking
Cancel to exit Setup.

Diestination Directory
’7C:\Prngram Files"HAPPY\HAPFY Link Browse
IristalShizld
< Back Cancel |

(If you wish to alter the location of the installation, please click on [Browse].)

8. Please click on [Next]. (Designating folder to use.)

Program Folder

Setup will add program icons to the Program Folder listed below
‘Y'ou may type a new folder name, ar select one from the existing
Falders list. Click Mest to continue.

Program Falders:

E xisting Folders:

trative Tools
Compucon Programs
CorelDRAW Graphics Sute 12
DRAWIngs 2

“wings Systems

IristalShizld

< Back I Mext » I Cancel |

9. Please click on [Next]. The machine will start to copy files.

3

Setup has enough information to start copying the program files.
If you want ko review or change any settings, click Back. |f you
are satisfied with the zettings, click Mext to begin copying files.

Current Settings:

Setup Type:
Complete

Target Falder
C:AProgram Files\HAPPY S HAPFYLink

User Information
Name: emb
Company: happy

IristalShizld

< Back Cancel

10. Decompression is being done.

Decompressing Files In CAProgram Files\HAPP Y WHAPPLink.
linkhelp.hlp




11. A Folder with [HAPPY Link] will be opened. Please click on the "X" at the right upper of the window to
close it.

B=1Ed
[

File Edit Yiew Favorites Tools Help

QE:ad' Q @ pSearch Ej Folders v

happylink.
File and Folder Tasks \@ M Shorteut
2KB
() Make a new folder

&) Publish this folder to the
Web

g Share this folder

Other Places

[@ Programs
(£} My Documents

[ Shared Documents
i My Computer
&3 My Network Places

Details

Note
It is OK to reverse the turn to close, though a turn of 10th and 11th clause may reverse by
PC.

12. Setup has been completed. Please click on [Finish].

Setup Complete

Setup has finished copying files to your computer.
Setup will now launch the program. Select your option below.

Click Finish to complete Setup.

InstallShield

13. [Install menu] is displayed again. You have to install USB driver to connect PC with USB port.
Click on following button in accordance with OS of your PC.

For details, refer to the [Installing USB driver].

10



14. After you have finished the installation, please take out the CD-ROM.

When booting [HAPPY Link] , the window of [Communication select] appears.
Select communication method per the following table.

Communication | Conditions (PC OS and/or machine model)

method

RS232C For serial cable connection with PC and machine

USB For PC OS 32-bit (Windows Visa, 7, or 8) or Me, and XP Home Edition

USB-COM For PC OS 64-bit (Windows Visa, 7, or 8) or Machine without serial port HCH,
etc.)

You can still set or change communication method on [Options] from [File] menu after closing

the widow.

Refer to [Happy Link setting] on page 11b for setting COM No when USB-COM is selected.

~Communication select————
¢ RS232C & USB-COM ll

¢ USB | ]"

It can be set up with Options Menu later.

¥ From now on, this Tip won't be done

11



How to install to Windows Vista, Windows 7,
Windows 8

Supplement of explain for steps of you connection PC with Windows Vista, Windows 7 or Windows 8 and
Embroidery machine.
Please follow this instruction manual for setting of machine and Happy Link.

Machine setting

Please press [Menu] button and select [OPTION], then select [Machine setting].

Please set [USB communication] to [Normal] for Vista Win.7 Win.8 (32 bit), [USB-COM] for Vista Win.7
Win.8 (63 bit).

Please refer to the Instruction manual of machine for the method of the setting.

Setting for USB communication does not exist on HCH, HCS2, HCD2 and HCR2 machines since USB
communication for HCH, HCS2, HCD2 and HCR2 machines is only [USB-COM].

Install HAPPY Link program and Driver

Note : If you have already installed previous version of Happy Link software, please uninstall old version
and install new software.

Insert HAPPY-Link CD into Drive of PC. (Installation starts automatically)

Please select "Run inst_hpy.exe” on AutoPlay menu.

DVD RW Drive (E)) HAPPY
HaPP4

[T] Always do this for software and games:

Install or run program

. Run inst_hpy.exe
HarPd Publisher not specified

Open folder to view files

o using Windows Explorer

Set AutoPlay defaults in Control Panel

Please follow to an install menu and select “Vista Win.7 Win.8 (32 bit)” or “Vista Win.7 Win.8 (64 bit)” for
install “Happy Link” and “Driver”

1 Aimen ared USE Driver

‘ l @ @ HAPPYLink | @us = HAPPYLAN
| Install Ver.A3.13 2 Install Ver.A1.14 !

Vista Win.7 Win.8(648it)
{ U_S_B_ Driver l_qsr.;/l

If there is angther program running in the PC; R Close
exjt all programs that are running

11a



In case “User Account Control” appears, please select "Yes”.

&
!

() Do you want to allow the following program to make
&/ changes to this computer?

i Program name:  Driver Package Installer

Verified publisher: HAPPY Industrial Corporation
File origin: CD/DVD drive

(%) Show details °b

Change when these notifications appear

Happy Link setting

Please set machine menu to normal drive mode screen. Then connect PC and machine by USB Cable.
When communication method is [USB-COM] for PC OS 64-bit (Windows Vista, 7, and 8) or Machine
without serial port HCH, etc.), you need to set COM.NO to correspond to port on PC connected with
machine.

We suggest you to use one port as regular port for Happy Link.

Whenever you change port on PC to other port, you need to check COM No. to correspond to the port and
change COM No. on Happy Link.

Setting for USB communication does not exist on machine without serial port HCH, etc.) since USB
communication for machine without serial port HCH, etc.) is only [USB-COM].

When you connect machine and PC by USB Cable, setting process of Driver and USB-COM starts.
After assignment, the following message is shown on PC display for Vista Win7 (64bit).

In the message, showing the assigned USB-COM No. (Following example: COMS3).

Please take note the COM#. You need the number for machine setting in next step.

[ _. Happy Embroidery Machine USB-COM Po @

Device driver software installed successfully.

For PC {Win. 8 (64 bit), the message “Device driver installed successfully” with the COM No. used is not
shown after the driver is installed.

Therefore, check the COM No. used for machine setting in the next step by following the procedure on the
page 11c.

If “completion of the installation” message (with “COM No.) is not shown for PC {Win. Vista or Win.7 (64
bit)}, follow the same procedure as the case of Win.8 (64bit) to check the COM No.

Please start Happy Link. (The following screen comes out first when it started.)

Select [USB] for Vista Win.7 Win.8 (32 bit).

Select [USB-COM] for Vista, Win.7 or Win.8(64 bit) and set COM no. given by the previous step or shown
by following the procedure “Check COM No.” on the page 11c.

' Communication select

=

~Communication select
¢ RS232C

It can be set up with Options Menu later.

v From now on, this Tip won't be done

Finish the progress.

11b



Check COM No.and Change Setting
(Vista Win.7 Win.8 (64 bit))

If you forget to take note COM No or you need to change USB Port for connection to machine, please
proceed following steps;

Check COM No.

On Windows [Start] menu, select [Computer] and right click of your mouse.

9

Developers
Documents
Pictures
Music
Games
Recent Itemns

Computer
Open
Network Explore

Manage

Connect To
Map Metwork Drive...

Control Pang Disconnect Network Drive...

Default Prog Show on Desktop

Rename

Help and 5,

| p——

(©)

e -

View basic information about your computer

Windows edition
¥ Remote settings
Windows Vista™ Ultimate
3 System protection

Copyright © 2007 Microsoft Corporation, All rights reserved,

¥ Advanced system settings Service Pack?

=-"5" Ports (COM & LPT)
Happy Embroidery Machine USB-COM Port (COM3)
: ' EEA— - (CoML)

[ Processors

Iﬂ Sound, video and game controllers
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Change COM No. Setting

Happy Link : [File] menu and select [Options].

Send  SimpleEdit Production Window  Help
raernopen )| 81| )35 e B e R

Pattern close

Edit revert

Printer setup

Language

Tool option

Exit

Select [USB-COM] of [Communication].
Then select [COM#] (COM1 ~ COMB30) which you check by previous step.
Then click [OK] for finish setting.

Options ﬂ
Machine type
= Compatible with HAPPY Link
 Incompatible with HAPPY Link

Number of Needle
e ﬁs___%j i

~Communication
C RS232C
c UsB

Borer
 Borer
& No Borer

CON\&CUOD mode

11d



How to uninstall
1. Please click on in order: [Start]-[Settings]-[Control panel].
é Internet
Internet Explorer
@I E-mail
Outlook Express
@ Set Program Access and
Defaults

v MaNEpiorer @ Help and Support:
windows Media Player p Search

E Run...
d Windows Messenger

l@ Tour Windows %P

All Programs P

@| Log Off |§| Turn OFF Computer

2. Please click on [Add/Remove program Icon] in the control panel.

B Control Panel

File Edit Wiew Favorites Tools Help

Q Back. \‘) Iﬁ /O Seatch E:‘ Falders v

E’ Control Panel 8 Pick a categOry

@ Switch to Classic Yiew
z
$ Printers and Other Hardware

‘I_'___.
! & Appearance and Themes

See Also R - =1

& windows Updats

@) Help and Support Network and Internet Connections User Accounts

Other Control Panel —

Options =
AddorRembve Protrame Dal:,:, Time, Language, and Regional
Options

- _/} Sounds, Speech, and Audio Devices . Accessibility Options

w Performance and Maintenance

3. Please select HappyLink from program list now installed, then click on [add / Remove].

% Currently installed programs: Sort by

Change ar = HAPPYLink A301
Remove

Programs

)

ast don § 5
To change this program or remove it from y ChangeR z Change/Remave

Add Mew
Programs

o

Add/Remove
Windows
Cormnponents

~|

—
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4. A message to confirm your desire to uninstall the software is shown. Click on [Yes].

Confirm File Deletion

\ ? ) Are wou sure vou wank to completely remove the selecked application and all of its components?

unlnztalls hield will rerove the software HAPPY Link 42,02
from wour computer. Please wait while each of the following
components is removed...

Shared program files...

Standard program files...

Folder items...

Frogram folders...

Program directories. ..

T O T Y

Program registry entries. ..

Uninztall successfully completed.

Note:
If you are asked to delete common files, please select [All no].

13



Basic knowledge and operation

Combination of HCS machine and HAPPYLink software

Mode:

You can use wide cap frame to HCS machine when your system combinations only A2.** for HCS
machine and HAPPYLink software. Of your system except A2.** combinations, you cannot use wide
cap frame.

HAPPY Link software has two modes.
1. [Operation mode]: You operate the embroidery machine from your PC.
2. [Data send mode]: You can send the embroidery design data to the machine.

[Outline of operation]
Operation mode:
You set the settings of the embroidery machine using a personal computer. The settings are set
for the current pattern selected in embroidery machine.
1. Select Operation mode. (On start-up of Happy Link, mode is always [Data send mode].)
2. Set the various settings.
Data send mode:
The pattern and its settings are sent to the embroidery machine.
1.You read a pattern and it is displayed in personal computer.
2.You set the various settings.
3.You send a pattern to the embroidery machine.

Preparation:

Please connect your HAPPY embroidery machine to your PC with the supplied RS232C or a USB
cable. Install a USB, driver, first to use it with USB.
Don't use both RS232C and USB. Connect and use only one.
In case of RS232C
1.The connecting RS232C cable
Be sure to connect them while the personal computer and embroidery machine are both
turned off.
If you connect while the PC and the embroidery machine are both turned on, it is possible to
damage either one.
The machine connector is either 9 pins or 25 pins. The PC connector type is either (9 pins or
25 pins). For details, see [Serial port setting]
Note:
After having used USB, if you change USB to RS232C, set up [Options] again. Refer to
[Options].
The message of [A COM port is being used with others] may be shown at the start-up or
during the use. This message is shown when other software is using the serial port.
Please exit HAPPYLink in this case and restart the HAPPYLink program after the software,
which is using the port, has been exited. Or, try to set the computer to another COM Port.
Please refer to [Serial port setting].

14



In case of USB
1. Preparation
PC side:
If the HappyLink is running, please close the program. However, Don’t turn the PC off.
Embroidery machine side:
Please turn off the power and don’t connect USB cable.
The USB cable is to use the cable of the USB2.0 standard(within 5m).

2. Installing USB driver(to PC)
Refer to the [Installing USB driver]. Click on [continue] although a warning message of [the
compatibility with XP for the driver] is indicated after the designation of the folder to search in
for the driver_in Windows XP.
You don’t need to install again.

3. Setting the [Options]
Please turn on the power switch of embroidery machine, and press the "ENT(or SET)"
button, and connect USB cable to PC.
Start the HAPPY Link program.
Select [File], [Options] then select [USB] in [Communication] in menu bar. For details, see
[Options].
Note:
The message of "USB is not ready." is shown, if you connected the machine after HappyLink
program start-up. In this case, the PC cannot recognize the USB. Close the HappyLink
program and re-start it.
The connection of a cable is necessary for the following functions.
Data send Mode:
The transfer of the pattern, The viewing of the production control data, Frame check
Operation Mode:
All the functions
Note: Refer to [HappyLink software’s functions, which can be used by the embroidery machine,] in
[Basic knowledge and operation]

The screen after the HappyLink start-up (Always in Data send mode)
The screen after the HappyLink start-up is shown as follows.

Tool bar hWenu bar

weer HAPPY LINK

File Wiews Parameter  Send SimpleEdit Tool ™ Production  YWindow  Help

== NEN =R N

Dezignyinfor mation 4

\
Indicator display area Design imformation area

15



Indicator display area

The area used to display Indicators after the various settings have been made in the Data
send mode.

The USB Indicator is shown if the USB connection is in use.

cator
USB Indicator is gray color
When HappylLink is first started-up or you select the USB in the [Options] Menu.

LSH . .
USB Indicator is green color

When you use a function which needs to send or receive data from the machine
Example: Operation mode, Send design etc.

Data send mode button

This button stays pushed when HappyLink starts up or the operation mode is closed.

% Switching to the operation mode button

Click on this to start the Operation mode.
Note:

Two messages are shown in case the embroidery machine has no pattern. ("Pattern is
not found." and "It could not get data. Please try again."). And, the [Operation mode] is

not started. Please try again after transmitting a pattern to the embroidery machine in
the [Data send mode].

The other gray menus and buttons will be functional, after you read the pattern design.

Operation of mouse:

Left click of maouse

e HAPPY LINK

File View Parameter Send SimpleEdit Tool Production indow Help

Te|caBoMEEEF. /A

e o

]

I
-

alide bar Up/Down button

Even if you click this partion, you can change number.
Everytime you click, the number changes in a given step.

Please refer to Setting of Serial Communication.

16



HappyLink’'s functions, which can be used by the embroidery machine
The functions that can be used are marked with "0". Functions not available are marked with "x".

Compatible Incompstible
Connect with cable RSZ232C & O
T ! ¥
connect PC unconnact connect PG unconnect
Operat ion mode
Heedle move key Cr o#] # X X
Forward O o#l * * *,
Back O %] # X #
Pasition return O ¥ by *,
Origin O %] # # e
Top O %] e ¥ e
Pattern selection O # * *,
Needle selection o by e ¥
Adjust O # * ¥,
Repeat o # o w
Of fset O e * *,
Frame out O * Py #
futo origin setting O * * *,
Locate O #] e X *
Direct O e * *,
Create O # X #
Letter O ¥ by *,
speed stitch indication O %] # X #
Data send mode
dwitching to operation mode O * . *
dwitching to data send mode O O C O
dend pattern data to machine O * O >
Frame check T Y e ¥
Heedle selection O i %2 O *2
Desizn adjust O 2 O #2 2 #2
Repeat o 2 O #2 o *2
Frame out & - O #2 O #2
Of fset O i %2 Vi
Product ian O # X *

*1,*2 : This function may not be used depending on Model.
Note:
If your machine is incompatible, please select "incompatible with HAPPYLink" on [Machine Type] in
Options Dialog box under the File Menu. (Refer to [Options].)
In Direct function, there is no setting by the repetition number.
If your machine is without Auto-serial function, refer to [Send design] to send a design to the embroidery
machine.

17



Exit

Click on "File" on the menu bar and "Exit." Or you can close HAPPYLink program window.

= HAPPY LINK

File Miew Parameter Send Simpl

Pattern open & ﬁ | ]

Pattern cloze

it pevert
Save az

Port =etting
Optiong

Prirt
Printer setup

Tool option

&> |
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Serial port setting

Connecting PC and machine (Preparation)
Please connect the RS232C serial port in your PC and the serial port on the machine using RS232C
serial cross cable. A straight cable does not work. Regarding specifications, please refer to [Cable].
Note:

Be sure to connect or disconnect the PC and embroidery machine when they are both
turned off.

If you connect while the PC and the embroidery machine are both turned on, it is possible to
damage either one.

Don't use both RS232C and USB. Connect and use only one.

How to set communication
You need to set "Port No." and "Baud rate" in this menu.
Note:
The default setting of [Port No.] is Port1 and [Communication speed] is 38400 BPS.
It is not necessary to set it up again every time the software is started.
The communication speed of HAPPY Link can't communicate if it is not the same as the
communication speed of the embroidery machine.

1. Click on "File" on the menu bar and select ‘Port Setting."

S5 HAPPY LINK

File Miew Parameter Send Simpl

Pattern gpen & ﬁ | 14
[

Pattern cloge

B

Save az

Port zettine
UIpTions
Prirt

Printer zetup

Tool option

Exit
e —
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2.The port setting menu is as follows.

Port Setting

port1 T
oo F=o
==

Eaudrate e
Serial port Communicate Speed
Port MNo. ~Baud rate
45800
9600
19200
38400
57600
115200

Ok |
Cancel |

iC e e

= Port 2

30

3. Select Port No.
Match the connecting serial cable to the PC.
Note:
"Port No." is Serial port No. in your PC. You can select Port1 (COM1) or Port2 (COM2),
the default setting is Port1 (COM1).
Please look at your PC instruction manual to identify your Serial port.

4. Please adjust (Baud rate) to communication speed of the embroidery machine with Communication
Speed.

5. Click on "OK" for return menu.

Note:
HAPPY Link software Version A1.04 only has [Connection check] in the [Port Setting] dialog
box.
LAt 1 1 S oo
| c 115200 |

~iCheck Ole |

I~ connection check
Cancel |

It gives an advance detection for electronic connection between PC and machine when you
tick the connection check box. If you find any communicating defects with this function,
please take off the tick from the box. (Check is off at factory preset mode.)
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About Cable

The specifications for the cable are as follows:

1.Connection

Embrmidery machine
Crsub@pin
(rnale )

D-sub9pin — D-sub%pin

D-subPpin ¢ female’

Diguh@pin € female’

to PC

tmachine side  D-aub Spin PCside Dr-sub 9pin
Signal pin pin signal
manber et
signal name El& code ElA code |Signal name
F.eceive data (RzD) | BB 2 2 BB RxD
Transmit data (T=D) B4 3 X 3 BA TzD
Drata terrminal ready (DTR) CD 4 4 cD DTER
Signal ground (WD) | 4B 5 “ Ef 5 AB GND
Drata set ready (DSR.) CC g 3] oo D3R
F.equest to send (RT3} CA T 7 A ET3a
Clear to send lelsE| B & D-C 8 CE CTS
2D-sub25pin — D-sub23pin

Drmh25 ¢ male Db 5pin

Embroidery machine (male or female]
TLsub25pin to PC
machine side D-qub 25pin PCside Dr-sub 23pin
____ e Mirmber hneber e
signal name El4 code ElA code |Signal name

Transmit data CT=Dl Ba 2 2 BA TzD
Receive data (R xD) BB 3 x 3 BE RxD
Fequest to send (RTS) A 4 4 CA RT3
Clearto send (C T2 CE ] }C ] CE CTS
Data set ready (D2 R CC 5 i>'C 6 cC DER
Drata terminal ready (DTR) zD 20 20 D DTR
Signal ground (CGN D) AB 7 7 AB GN D
Frame ground [ F @) AL 1 1 AA FG

21



不明
21


3.D-sub23pin — D-sub9pin

Dosh25pin {male? D-sbBpin {female}
Embroidery machine
Drsub25pin to PC
{female
Ilachine side D[r-sub 25pin FC zide Dr-sub Opin
Signal pin Fit signal
Signal name ElA code | D oHRE N P O —
Transmit data (T =D} BEAa 2 2 BB RxD
Recelve data (RxD) BB 5 3 BA TxD
Fequest to send (RT3 Ca 4 4 CD DTR
Clearto send (C T3 CE ] 5 4B SN D
Data set ready (DI R? oo g 5 cc DZER
Data terminal ready { DTR) CD 20 7 CA RTS
Signal ground (CGN D) AR 7 B CEB oS

Please use a cable that has suitable length from the embroidery machine.
Using a cable that is longer than 10 meters may cause malfunctions.

4.USB Cable
The USB cable is to use the cable of the USB2.0 standard(within 5m)
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Options

Note:
Refer to the [Preparation] of the [Basic knowledge and operation] about the connecting the cable.
It is not necessary to set it up again every time the software is started.

How to set:

1. Click on the "File" in the menu bar then select "Options".

View Parameter Send SimpleEdit Production Window Help
P oped ) S| &y | [R~ |AX|]Y

Pattern close

Edit revert
Save as
Port setting

—Ptions 2

Print

Printer setup

Language 4

Tool option

Exit

2. "Options" menu will open.

Options n

Machine type
& Compatible with HAPPY Link

" Incompatible with HAPPY Link

Number of Needle S
— O

o
“Hmr

Communication

 RS232C ~ USB-COM

- USB |COM1 -[

Borer

 Borer

& No Borer

Connection mode

@ Single Sk
C Multi ——J
I Cancel ]
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3. Please check the type of an embroidery machine in [Machine Type].

If your machine is compatible with HAPPYLink
Check [Compatible with HappyLink]. In this case, you can use operation mode function.

If your machine is incompatible
Select "incompatible with HAPPYLink" .You cannot switch to "Operation mode" after
selecting incompatible. However, you can use "Data sending mode". In addition,
Production information and Drive frame check will not work.

Note:
If you use "Operation mode" for incompatible machine, the Machine will give an error
code.

4. Please set the number of needle bars with [Number of Needle].
Please set number of needle each head has.

5. [Communication] will determine communication method with the embroidery machine.
Please select from either RS232C or USB. Please set according to PC you use.
Note:
In case the machine is not installed with USB port, please select RS232C.
The following message is indicated when you select the [USB] without connecting the
USB. And, the setting returns to the [RS232C].

@ USE iz not ready

(USB is not ready.)

Refer to the [Preparation] of the [Basic knowledge and operation] about the connecting
the cable.

Don't connect both RS232C and USB. Connect and use only one.

USB-Serial converter on the market may not be able to communicate normally.

6. If the embroidery machine has a borer function, please set Borer.

7. Setting will finish with [OK].
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Multiple USB connection

With this function, you can connect plural embroidery machines to PC USB ports and can select a
machine from PC.
In case your PC has Vista or later version, please run HAPPY Link as an Administrator.

Setup Multiple USB connection and register name of COM port
For identify connected embroidery machine easily, please give a port name to individual COM

port number.

Click on the "File" in the menu bar then select "Options".

I[File] view Parameter Send SimpleEdit Production Window Help

patemoren ) | 8 1) | 1) 55 8 e [ | A QL

Pattern close

Edit revert

Save as

Port setting

Print

Printer setup

Language

Tool option

Exit

Select [USB-COM] from [Communication] field.
Options ﬂ

Machine type
# Compatble with HAPPY Link

© Incompatible with HAPPY Link

Mumber of Neadle —
ey [ i
I —EEn,
TR

Communication
" RS232C USB-COM

~ USB COM1 -

Check the mark of [Multi] at [Connection mode].

& No Borer

Ok

Cancel
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Push the [Entry] buttton.

Then, the list of COM port number will be displayed.

Enter name of COM port from keyboard. (Only English numbers and letters less than 64 characters)
If you would like to check COM port, please refer to page 11C [Check COM No.].

Options
~Machine type mRSBZC =
& Compatible with HAPPY Link COM2
€ |ncompatible with HAPPY Link COM3 HCD2
~Number of Needle COM4 HCR
COM5 HCD
| |15 =
COM7
~Communication Com8
€ RS232C & USB-COM COMS9
C USB |COM1 v| COM10
—~Borer COM11
€ Borer COM12
& [No Borer COM13
—~Connection mode COM14
€ Single - COM15
& Mult _ 9% lllcom1s
Cancel [||COM17
COM18 v
\ J

If you do not need to use registered COM port, just delete the name of COM port from the box.
After entering name of COM port, please be sure to click [Entry] for finish setup.

Note:

In this example, RS232C is located at COM1.

But please note that location of the communication method will be different depending on
the environment of PC.
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How to connect embroidery machine

o
Click [Operation mode] or [Send design data).

=~ HAPPY LINK A™—332A2.01

U EEREHRE  24UMTM ALH

AR O

Select COM port which you prefer to connect.

Select send port
Port{(COM) RIS ~|
Baudrate
COM3 : HCD2
COMS : HCD
Send Cancel

Select a baudrate.
In case USB connection, select baud rate [240,000bps].

Select send port

Port(COM) [coms - HCD2 ~|
=TGR 240000 opsE
Send I Cancel |
Note:

In case RS232C connection, you need to set same baud rate with embroidery machine.

o

Click [Send] button, then PC will start communication with embroidery machine.

Note:
If you have an error message [Machine is busy] on the PC display, please check if embroidery

machine is set to [Drive mode].
And please check if the machine is connected correct COM port which you have selected before.

If registered COM port name is not shown in the pull down list even you have entered at setup

procedure, please re-start HAPPY Link as an Administrator,.
Also re-start HAPPY Link as an Administrator, if your PC has Vista or later version.
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Installing USB driver

Note:

Click on [continue] although a warning message of [the compatibility with XP for the driver] is indicated
after the designation of the folder to search in for the driver_.in Windows XP.

The USB cable is to use the cable of the USB2.0 standard(within 5m).
Preparation:

PC side:
If the HappyLink is running, please close the Program. Do not turn the PC off.
Embroidery machine side:

Put the embroidery machine in [drive mode] (which is the mode you can start sewing in the

embroidery machine). For information about [drive mode], refer to the Instruction manual of the
embroidery machine.

Don’t connect USB cable.

The HappyLink Install CD must be inserted into the CD-ROM drive of the PC. [Install menu] is
automatically displayed. (This process takes a few moments.)

aoftmes ared USE Oriewr

\
@ @& HAPPY Link l ' Ea = HAPPYLAN
Instali Ver.A3.13 | | | Install Ver.A1.14

_for USB user “

1Al

Vista Win.7 Win.8(648it}
{ US§ Driver lﬁsrall

If there is angther program running in the PC; ; C lose
exit all programs that are running

: I

Note:

Click on the Cancel button of New Hardware Wizard and close Wizard, if you have connected USB
cable and New Hardware Wizard appeared.

Hardware Wizard is similar to the example below.

Welcome to the Found New
Hardware Wizard

Thes waand halps pou watal sclteas dor
USH Device

.A') IF pous hardware came with an installation (D
SEP o Noppy Ak msert i now

What 40 you ward the waed bo &7

() instal the sofware automatcally [Recommended)
0 et o & B o0 apacitic cation ASvncad

=)

 —

Installing Windows XP Driver

Install in the Administrator if you use Windows XP.
1. Click the XP USB Driver Install
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2. Remove it if a USB cable is connected. And click Next.

Remove it if a USB cable is connected.

Note:

Click on[continue] although a warning message of [the

compatibility with XP for the driver] is indicated after the Next
designation of the folder to search in the driver in

WindowsXP. Cancel

3. Click on the Cancel button of New Hardware Wizard, and close Wizard when New Hardware Wizard
appears.
Click Next.

Hots:
Cloes Hardware Wizerd with Cancel button of Hardware Wizerd
whan Hardware Wizerd is Open.

4. Windows displays the following warning. “....has not passed Windows Logo testing....”
You can safely ignore this warning. Click Continue Anyway to move on.

Hardware Installation

L The saftware you are installing for this hardware:
LY
02 HAPPY Embroideny kachine

has not passed Windows Logo testing to verify its compatibility

with Windaws XP. [Tell me why this testing is impaortant. ]

Continuing your i ion of this sofl may impair
or di bilize the conect ion of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

@ue Anpway ] [ATOF Installation |
Note:

If you have clicked on “STOP Installation”, install from beginning again.

5. Turn on power, and connect a machine.

Turn on the power, and connect a machine.
Turn on the power switch —
Press the "ENT" button
Caution:

To prevent accidents.
The embroidery frame
and carriage will move.
Please remove your hand
for your safety.

Connect a USB cable

Use a cable for USB2.0.

Note:

Click i awarning of [the ok |
compatibility with XP for the driver] is indi d after the ]
designation of the folder to search in the driver in

WindowsXP. canee)

Note:
Connect USB cable after you put the embroidery machine in the [drive mode]. For information about [drive
mode], refer to the Instruction manual of the embroidery machine.
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6. Click Ok.

7. Windows displays the following warning. “....has not passed Windows Logo testing....”
You can safely ignore this warning. Click Continue Anyway to move on.
Note:

If you have clicked on “STOP Installation”, install from beginning again.

8. A dialog box appears to tell you that the installation has finished. Click Ok.

Information X

\l) Driver install complete.

Note:
When you connected USB cable to the different port, New Hardware Wizard may appear in Windows XP.
Click on the Cancel button of New Hardware Wizard and close Wizard at this time. And then, install from
beginning again.
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Let’s use

(Example) We will sew a sample pattern (flower1.tap).

The pattern is installed in the directory c:\programFiles\Happy\HappyLink\pattern.

Confirm that an embroidery machine is connected to the PC.

Start an embroidery machine before HAPPYLink.

And, when it is used with USB, it is a condition that the installation of the driver of USB is finished.

Preparation:
With cloth and drive frames being ready, the embroidery machine must be ready for sewing.
Please set needle drop point in the center of the drive frame. And, you need to make the
embroidery machine the [drive mode] (which is the mode you can start sewing in the
embroidery machine).

(Regarding preparation, please refer to instruction manual for the embroidery machine.)

STEPS

To activate software - To read pattern - To transmit — To embroider

1. To activate software
As illustrated below, you select [Start]-[Program]-[Happy]-[HappyLink].

E Eigpes v @ ACCESS0NeEs
@ Configh afe
Favorites * (3} Latus Customer Suppart
! @ Online Services
@ PC-Doctor

Documents

Settings 3 Shackuwave

A o e

g}
=
o

e Internet Explorer

#E M5D0S Prompt

IS;J Outlook Express

(@] PhDskiwin

13y windows Esplorer

(2} HAPPY Letter »

1=
o
£

{lms]
=
o

I—
o
e}
=]

=y
I% @ Startllp
& & Y ThinkPad
@
&
\
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2.To select pattern

y
Please click on D’pattern read button to open as illustrated below.

Open design
¥ Preview |E| Ci =l
= e
(= Program Files flowier? tap
\A\ = HAPPY flawerd tap
gp %ﬂg&éf/ = HAPPYLink flowerd tap
= G pattern flowwers tap
%’iﬁﬁ: ﬂ@ flowerf tap
xﬁt%:ﬁ flower? tap
- 7 AN 5304
t 725 i s
|f|0wer1 tap
Disk format IHAF'F'Y(*IED) j Ok |
rDiata farmat |
Cancel
© Auto @ Happy ¢ Brd i Fsk "etc.func ¥ read {write |

Please make sure C Drive is selected and double-click on the [Pattern] folder. Finally, select the
pattern (flower1.tap) and click on [OK].

3.To transmit pattern

1]
When you click on the pattern transmission button, pattern data is transmitted to the embroidery

machine. At first, you will hear a clicking sound. And then, when pattern has been transmitted, you
will hear click sound again.

When the message [Complete] is displayed on the PC, please click on [OK]. (Please refer to [Send
design data).

4.To embroider

When you press the start button on the embroidery machine, the drive frame will move along the
shape of the pattern to confirm its size. (Please take care to check if the presser foot on the needle
bar doesn’t hit the drive frame). Press the start button again to start sewing.
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Operation Mode

You will switch to the operation mode when you click on % in the Data send mode. At this moment, % the

Frame operation button is shown pressed. This setup is in effect for the pattern which is sewn with the
embroidery machine.

1D number, name and total stitches
The buttans current numer of  0fthe current pattern
to change the condition rotation speed  stitches selected in the embroidery machine

Brme o Bk Orieifn - Yiew Eradiction etter
[ ey Y A
7% i
1 1
18] Mame Stitches

5 GREENO1 16986

|
]
]
|

\\/ Close |

I |
Indicator of The buttons to use

-
t

the selected pattern in the frame operation
Note:

Two messages are shown if the embroidery machine has no pattern. ("Pattern is not found."
and "It could not get data. Please try again.") And, the [Operation mode] will not start.
Please try again after transmitting a pattern to the embroidery machine in the [Data send
mode].
In case of re-turn on the HCS machine, please re-turn on HAPPYLink too.
The frame operation button may not be used depending on Model.
Display
The ID number, name, total stitches and Indicator of the current pattern which is selected in the embroidery
machine is displayed.

- Indicator

The condition of the currently selected pattern is indicated. They are [Top], [Cap frame] and [Convert cap] from
the left.
[Top]: Itis turned on when a pattern data is at the beginning.
[Cap frame]: If you have installed CAP DRIVE to the HCS machine, turn on the cap indicator. When
you select wide cap mode, showing "W" mark in the screen.
[Convert cap]: Itis turned on when the Convert cap (no.6 of the "create") is checked.
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In this mode, you can use your PC to operate many machine functions. Use the left mouse button to control
these remote-operations.
There are three conditions in this mode.

1. % [Frame operation button] is pressed
Operating of frame and needle-change etc. in embroidery machine

&7
2. [Machine setting operation button] is pressed
Pattern selection and needle selection functions of the embroidery machine

i
3. rﬂ% [Rotation speed and Stitch Counter button] is pressed
Display of the current stitch number or speed of embroidery machine

1.If the % Frame operation button is pressed

You can use your PC to operate machine functions, Change Needles, move Forward in the Designs,
etc.
Explanation of buttons(This function may not be used depending on Model.)

|1 uﬁl|Change Needles

You can select the needle that you will use.
The Moving head will move in the direction of the arrow marks. The number indicates the
needle bar in use.

@' Forward (10 stitches)

You can move the drive frame continuously along the stitches of the pattern.
When you click on the button, the frame moves along the design ten stitches without sewing.
Push the stop button to stop.

Forward (1 stitch)

The drive frame goes forward only one stitch without sewing. Push the stop button to stop.

@' Stop

Stop moving Forward or Backward.

Back (1 stitch)

The drive frame moves back one stitch without sewing. Push the stop button to stop.
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@l Back (10 stitches)

The drive frame backs up 10 stitches at a time. It will stop at the start of the pattern. Push
the stop button to stop.

@' Position Return
You can cause the frame to return to its previous position.
If you move the drive frame with the frame movement keys after you have stopped the
embroidery machine in the middle of sewing, when you click on this key, the drive frame will
return to where it was before it was moved.

Note:
The following message is shown after clicking on this button.
Position
Be careful, as the frame will move after clicking on [Yes].
@' Origin

You can return the frame to its original starting position.
You can return the frame and design data to the Origin or start point, stitch count to 0 .If you
click on it again, the frame and design will move back to the last position or stitch.
Note:
The following message is indicated after clicking on this button.

Be careful, as the frame will move after clicking on [Yes].

-~
]
-]
-]

Top
This will reset the design to the first stitch, but the frame will not move to origin.
If you click on the Top key when the machine is stopped, the data of the pattern will go to the
first stitch.
Top indicator of the embroidery machine will light.
If you click on it again, the pattern data will return to its original number. The top indicator of

the embroidery machine will blink.
When you start sewing from the top, sewing resumes from the start of the pattern with the

drive frame at its current position.
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Explanation of tool buttons

2.When the @ﬁ machine setting operation button is pressed
Tool button is shown below.

we Bpmote main

Prog  Func  Origin - Yiew  Production  Letter
B ENE Y DR8] A

Just click on an icon to set an operation.

% Frame operation button(This function may not be used depending on Model.)

Frame move, Change Needles, Forward, and Back.

oy
@ﬁ' Machine setting operation button
For Pattern selection, Needle selection, editing, scale, and repeat functions.

!
rﬂ% Rotation speed and stitch counter display button(This function may not be used depending on

Model.)
Displays current stitch number and/or speed of the embroidery machine.

? Pattern selection
For selecting, deleting or renaming a pattern that is saved in the embroidery machine’s memory.

““ Needle selection
For setting the order in which the needles will be sewn.

= Adjust

For editing the scaling, rotation, stitch width adjustment, and coordinate changes in the design.

[}

1y
+¥ Repeat

For repeat sewing of the same pattern.

I
Y Offset

Allows you to set the machine to have a starting position in which the frame may be located offset
from the actual position that stitching will begin. This can allow for easy loading of the frame into
the machine.
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'IIEE Frame out

This allows you to have the frame move out from under the needles after a certain color / needle
has finished sewing. This will allow for timming or the application of an appliqué.

ﬂﬁ' Auto origin setting

When the design is completely finished the frame returns to its original starting position
automatically instead of remaining at the last stitch of the design.

E&' Locate(This function may not be used depending on Model.)

If the power source of the embroidery machine is shut off, and you changed the drive frame
position; or the machine stopped due to a power outage while sewing, this function enables you
to move the drive frame back to the previous position after turning the power back on.

(This button is gray color and you cannot use this function, when the embroidery machine does
not have this ability.)

% Direct

Move directly to a stitch or color change point or repeat number in the design.

1? Create

For the basic setup of the embroidery machine.

Rotation speed indication(This function may not be used depending on Model.)
i
Display the rotation speed of main shaft in the machine while sewing when rﬂ% Rotation speed
and stitch counter display button is pressed, (r.p.m.)
-""'-'""-! Stitch Counter(This function may not be used depending on Model.)

i
Display the current number of the stitch being sewn when rﬂ% Rotation speed and stitch counter
display button is pressed.

A

Letter(This function may not be used depending on Model.)
Selecting letters from internal fonts in the embroidery machine and stitching them.
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Usage (Operation Mode)

=3 Pattern selection (Pattern)

When you click on the Pattern control button, the pattern control dialogue is displayed. The current pattern
selected in the embroidery machine is displayed in Bold in the top of the window.

05 GREENO1 682522

I | Mame | Stitches |
ANIMALZ 123498
ARIMAL 3
| GREEMND1 &
HAPPYMARN 1
HAPPYEMB 173448

Select

Delete

Renams

‘ Close |

The pattern list in the embroidery machine’s memory is displayed.
Function:
Selection of pattern
Select a pattern ID. Click on the ID number, and click on "Select."
Deletion of pattern
Deleting the pattern from the machines memory. Click on the ID number, and click on
"Delete."
Note: The message of "Sure?" is displayed. Click on [Yes] to delete.
Renaming a pattern
Rename the design in the machine’s memory. Click on the ID number, and click on
"Rename." You can then type a new name not to exceed eight letters.
Please click on the OK button after inputting.

Input of new pattern name (Rename input form)

Input new name  [Elx{={=IN[0]|

Cancel |
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I Needle selection (Needle)

You can designate the order of needles to be used for sewing.

1.You can set the needle for pattern color change.

2.You can insert a stop command in the color change process. You can make the machine stop at the stop
command.
If you change the number of the needle bar after having set a color change stop, the color change stop will
go off. You will then need to reset it.

3.You can set the sewing speed at the color change.

Click on "Needle selection". The input window will open.

Meedle and Place to Change
Thread colar  Stop mark be clicked Thread color

H Eorer

—SpeedChange—
& normal

1 sph

 5p

2 gp2

f‘lspm

i1

spl Set

N o T (o B s BN o 5 R o ) I N s

—_ -

All Zero

Close

G\ I

Reset Calor change Select nléedle SpeILEd Place'to
number nurnber be clicked

How to select:

1. Select color change number.

2. Select the color you desire from the number of the needle bars above. Please repeat this process
for every color change number.
Please check "Stop" and/or "Borer" if you wish to use these functions. (Only embroidery machines
that have Borers can use this function.)

3. Click on the "Set" button.
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Stop
If you check the stop box after you selected the needle, an asterisk [*] will be displayed on the
right side of the needle bar and a color change stop will be set.
The sewing continues to the end of the color and then stops.
Push the start button on the embroidery machine to restart.

Borer
If you check this mark, you will have a [B] symbol on the right side of the needle number. (If you
use this function, you will need to install your boring device on the machine.) Please refer to
[Options].

Alteration of speed
You can set a sewing speed at each color change. When you check it, the speed you set is

shown.
Normal

Normal speed
sph

Cancellation of speed limit
spl

Setting of speed limit at about 700rpm (different by machine model)
sp2

Setting of speed limit at about 600rpm (different by machine model)
spm

Setting of speed limit at about 300rpm (different by machine model)

Reset

Resets all of the needle numbers to "0" for color changes.
Other settings (stop etc.) will go off also.
Set
Puts the needle setup you selected into effect for the machine.
Close
Close "needle selection " window your Settings are not applied.
Change Thread color
You use this button for the Thread color change menu. You can change the display color that will
represent each thread color.
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How to change Thread color

1. Click on the @ Change Thread color button to open a Thread color change menu.

2. Select and click on the needle you wish to change the color of.
3. Select from the color pallet, this will change the needle color.
4. Click on "Return" to apply your setting.

Meedle and Color table

Meedle

Colaor pallet
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Adjust (Adjust)

Used to set (Scale), (Angle), (Width), and (Convert). Click on the Adjust button, the adjustment menu will open.

Remote Adjust

rotale e 0%

c——y——— [0 &% o s
R ) e ] O = Tin

rAngle

-359 - +359degree _ Default |
) E— [220 =] degree ¥ ¥

—————— WZ’ mm

-1.0-+1.0mm . § Default |

rConvert
el

[ol'< T o B & B o B O
Default
P ™ 4 o 9 ao b o 4'
‘Setl

You can change the above items in the following ways:
1. Drag the Scrollbar.
2. Input data from your keyboard to the number box.
3. Click on Up/Down button with your mouse.
If you use "Convert" just click on a direction to rotate and/or mirror the design.

After you have finished inputting and click on [set], these functions will be set in the embroidery
machine.

When you sew after having set the stitch width, it is possible that an error could occur at the final
point.

If this occurs, please return the stitch width setting to "0.0".

[Function and adjustment]
Scale
The machine scales in X and Y directions for every 1% proportionately.
1. Scale adjust X side (Scale X) 50~200 %, Original size: 100 %
2. Scale adjust Y side (Scale Y) 50~200 %, Original size: 100 %

Angle
With the start point of the pattern as a pivot point, the design changes angle in 1-degree
increments.
1. Angle: -359~359 degrees, Original position: 0 degree

Width
The machine adjusts satin stitch width in a design within range of —1.0~1.0mm in increments
of 0.1 mm.
1. Width -1.0~1.0mm

Convert

Using the start point of the pattern as a pivot point, the design changes angles in 90-degree
increments and it mirrors the design too.
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14 Repeat (Repeat)

You can repeat the same design in the X and Y direction automatically. If you click on the repeat button, the
Repeat menu will open.

1 - 30piece
« — |8—il RR Defaultl
"""""""""""""""" = YR R
L Tr— . 6= RR
X
P 90 9 - +999 9
% I - P R R Default |
RR
¥ R, R
rPriority
~x o Y:E;EI Default |
R
X
Set |
‘ Close |

You set the number of pieces for the X and Y direction, and the space between each design, and the
Priority on the start direction.

You can change the above items in the following ways:
1. Drag the Scrollbar.
2. Input data from your keyboard into the number box.
3. Click on the Up/Down button with your mouse.

After you have finished click on [Set] to load this function into the embroidery machine.

[Function and adjustment]
Piece
Set the number of pieces in the X and Y direction.
1. Pieces: X 1~30 pieces
2. Pieces:Y 1~30 pieces

Space

This sets X and Y distances between the start points of each pattern, when repeat are used.

When a positive value is input, the machine sets each repeat toward the right or upward. If a
negative value is used it will move to the left or downward.

1. Space: X -999.9~999.9mm

2. Space:Y -999.9~999.9mm

Priority

When sewing more than 2 pieces in the X orY direction, a priority must be set to determine
which piece to start first.

1. Priority: X - Left/Right, Y - Top/Bottom

X direction: horizontal direction is the first priority, and vertical direction will be the second.
Y direction: vertical direction is the first priority, and horizontal direction will be the second.
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My Offset (Offset)

The embroidery machine will start sewing after the drive frame is moved from a position where the offset is
designated to the start point of the pattern. When you click on the offset button, the Offset Menu will open.

Please input numbers from keyboard.
Please set move distance to start point of pattern with start point of the drive frame as base point.

How to set offset
Example)

Fosition of start .

of frame_ .
(hase point) h‘“-.
s
Y100 *
-
'H.Mx
I
Al Pasition of start
of pattern

1. Please input X: 50, Y: -100.
2. After you have finished entering the numbers and click on [Set], this function will be set in
the embroidery machine.
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% Frame out (Frame out)

After you have sewn a designated color in the pattern, the drive frame will automatically move to a frame out
position to stop. When you restart it, the frame will move to the normal position and continue to work. When

you click on the frame out button, the Frame out Menu will open.

Frame out Place to
value be clicked

FRMOUT

Set

Close

/

- i T
Calor chanee Select needle Frame out
number number mark

Input the frame out distance from the keyboard. Next you select a color change number and click on
[Frame out]. The "@" symbol will appear on the right side of the needle number.
With the start Point of the pattern as the base point, please set the move distance to the frame out

position.

How to set frame out
Examplel

Fosition 01;'1!:
frame out

¥:280

#1150 Ppsition of start
of pattern

1. Please input X:-150, Y: 250.
2. Click on the color change number you want set to make the frame out.
3. Click on [Frame out]. When this function is set, an @ mark will be added to the needle bar

number.
4.When you click on [Set], this function will be set in the embroidery machine.
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Example 2. easy setting cautions [ of an input ]: -- it is necessary to perform the clauses 2-4 of
Example 1 after a setup

4 i ¥
@ 2 ¥) ¥
o f" i
A ChecCK OT a CheCK bution sets up the reguiar value.

] ¢ |-100 v 100

Value

@]K
.X:100 out of which a frame comes to this side left-hand side, and Y:100 are set up at the
time of a frame-out.

M
4

.X:0 out of which a frame comes to the front, and Y:100 are set up at the time of a frame-out.

ht2
.X:-100 out of which a frame comes to this side right-hand side, and Y:100 are set up at the
time of a frame-out.

¥ Auto origin setting (Origin)

If you select ON, the frame returns to its original position automatically after the sewing is finished.
When you click on the automatic original point return button, the Origin Menu will open.

Note:
When offset is set, this will return to the offset position.

Auto origin

Alto arigin

O & OFF

Set

Close |

If necessary, please check ON.
When you click on [Set], this function will be set in the embroidery machine.
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E3 Locate (Locate)

Note:This function may not be used depending on Model.

If the power source of the embroidery machine is shut off, and you changed the drive frame position; or the
machine stopped due to a power outage while sewing, this function enables you to move the drive frame back
to the previous position after turning the power back on.

When you click on drive frame position button, the Locate menu set scene is shown.

LOGATE

Entry

Retutn

Repair

B

Please input the frame position by pattern and store it with the design in memory.
Caution: DO NOT USE THIS FEATURE WITH CAP DRIVER ON THE MACHINE.

[Entry]:
This is function to register original point of the present pattern.
1. Preparation of the embroidery machine:
Please determine position of original point before making registration.
a) Please move the drive frame back to original point with the Origin button.
b) Push "Shift" and "0" the machine to set the origin point.
2. Click on [Entry] icon. (Message: "CAUTION! (Move frame)"appears, Click on [OK].)
3. Be sure the frame path is clear. Then push the [Start] button(or SET button) "on the machine".
(The drive frame will move to this side to the right and return to previous position to finish
registration.)

[Return to Origin]: Now if you have a power failure. You can return to the origin point with "Return to
ORIGIN"
1. Preparation of the embroidery machine:
Before turning the machine on, be sure the main shaft position is on "C - Point". In addition,
please turn power of the embroidery machine on and press thread cut button to cut threads.
2. First, click on [Return to Origin] button. (Message: "CAUTION! (Move frame)"appears, Click on
[OK].)
3. Be sure the frame path is clear, and then push [Start] button(or SET button) on the machine.
(After the drive frame moved to this side to the right, Frame will move automatically and return
to origin point.)
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[Repair]:

Now if you have a power failure, you will be able to return to the previous stitch sewn.

1. Preparation of the embroidery machine:
Before turning the machine on, be sure the main shaft is on "C-point". In addition, please turn
power of the embroidery machine on and press thread cut button to cut thread.

2. Click on the [Repair] icon. (Message: "CAUTION! (Move frame)"appears, Click on [OK].)

3. Be sure the frame path is clear, and then push [Start] button(or SET button) on the machine.
(After the drive frame moved to this side to the right, the frame will automatically move to the
last stitch sewn.)

"2 Direct (Direct)

This function moves the frame to the position, which is a stitch number or a color change number.
When you click on the Direct button, the set dialogue box is displayed.

DIRECT

hethod 1 Stitch ISO?’T
Method 2 Change |2

Action

‘ Close

Select with button of either Method 1 or Method 2.
Method 1, By pointing out the number of stitch, the machine will move the frame to that position.
Method 2, By pointing out the color change, the machine will move the frame to that position.

Input the number from your keyboard in either way. After that, press the Action key.
The message of "Attention. Frame will move." is displayed. Be careful, as the frame will move

after clicking on [OK].

Note:
There is no setting by the repetition number.
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I Create (Create)

This sets the basic settings of the machine. When you click on the 1? create function button, the create

function setting dialogue box is displayed. There is an item of embroidery machine side which can be set up
besides this. Please, See the instruction manual of the embroidery machine.

¥ 1 Keep null stitch{CHG ) I 12 Stitch sweeper ¥ 20 Trace
’ : 13.5weep length—————————
i 2 Skip null stitch 5 IE 21 Make trace data
P_,,J,,,I|D_4 :I Set | -
I 3.Combine jurmp IF 22 \Wide cap mode

T 14 Full length cut

¥ 4 Tread break back W 23 21 head mending

" 15 Long lock stitch

S WMdth data limit——————
’7'”13 j‘ Set | -1 Data Format——————— | - ® 24 Slow(Mend out)
© Auto
© Taj i Hpy
P
I 7 Quick start mode BT
0 Fsk
¥ 8 Auto thread cut
SCutatjumpdata————— | 17.Trace type
’7'._J o ¢ .|3 ﬁ Set_| & Outline C Sguare
Default set
[T 10.Cut at null jurnp ¥ 18 Lock stitch at start
T 11.Change is abways cut 19.Width data all
’].......J....ID.Q = set | Clase

You can change these settings by clicking on each. If you need to input data, you can input from your
PC or by adjusting the slide bar or Up/Down button in the menu. Note some items require set to be
clicked on to activate them. Click on "Close" to go back to the previous menu.
You can click on [Default set] to change all items to their default values.
1. Keep null Stitch (CHG.)
When the machine reads the data, it reads all jump stitch data including the jump stitches
that are sewn before a color change.
Null stitches are stitches that have no movement.
2. Skip null stitch
When the machine reads the data, it reads only jump stitches that are sewn before the color
change or that have movement. When reading in pattern data. the machine reads all data
except for jump stitches other than jump stitches before a color change.

3. Combine jump
When the machine reads the data, if there is a series of jumps, it will combine the series of

jumps into one movement after adjusting the data to be less than 12.7 mm.
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4.Thread break back
When the thread breaks, the frame moves back a few stitches and then the machine stops.

5. Width data limit
This controls the maximum stitch length to 13mm at the default. If a stitch exceeds 13mm, it
will then turn into a jump stitch to reach full stitch length. This number should be lowered if
you are using caps or heavy garments.

6. Convert Cap
When the cap drive is installed in the embroidery machine, the machine will turn the design
upside down.
(Only for embroidery machines with this function)

7. Quick start mode
After thread cut, or
After three stitches, the machine speed increases.
If not three stitches then after five stitches, the machine speed increases.

8. Auto thread cut
Automatically cuts when a trim code is detected.

9. Cut at jump data
When a series of continuous jumps exists in the design data; for example, three jumps, the
machine will trim the thread before the jumps.

10. Cut at null jump
If there is one stitch of null (empty) jump in the design data and more than one stitch of jump
thereafter, the machine will trim the thread before the null jump.

11. Change is always cut
This will force machine to cut at any color change, even if there is not a trim code inserted at
the end of the color. Then the machine will trim even if the color change is set to the same
needle.

12. Stitch sweeper
When the machine reads the data, it removes extremely short stitches that can cause thread
breaks.

13. Sweep length
The width of the stitch sweep. Stitches shorter than the specified length or width will be

removed.

14. Full length cut
The machine trims upper thread to a longer length.

15. Long lock stitch
Sets the lock stitch length longer.
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16. Data format
Determines the data format when the machine reads the data disk or design.
The default setting is "Auto," but you can select others if the design could not be read
correctly, and read the data again.

Auto : Automatic judge (Normal setting)
Taj / Happy : Tajima, Happy Trinary data type
Brd : Barudan Binary data type

Zsk : Zsk Binary data type

17.Trace type
Select design trace type.
"Outline" which will show the rough outline or maximum size of the design or
"Square" this moves the frame in a square around the maximum design area.

18. Lock stitch at start
Machine inserts a lock stitch before and after a thread trim automatically.

19. Adjust width all pattern
Puts width data limit setting into effect for all designs.
It adjusts the width of the satin stitches for all patterns that are saved in the embroidery
machines memory. It becomes the first priority. (Rather than stitch width of [adjust].)

20.Trace
(Design trace)
By outlining the pattern or its maximum size, and moving the frame, you can check the actual
size and its position. Select "Make trace data" to trace.
(Only for an embroidery machine with this function.)

21. Make trace data
Build design trace data.
This function will make the trace data when the machine reads the pattern into memory.
Select "Make trace data" to be able to use the trace feature.
(Only for an embroidery machine with this function.)

22.Wide cap mode
You can use Wide cap frame on the HCS-1201 machine only using HAPPYLink software
version A2.**. (If your HAPPYLink software version A1.**, you can use semi wide cap frame
only.)
You make select mode "Wide cap" or "Semi wide cap" on machine side. HAPPYLink may
show your selection. (Machine responds best machine condition for Wide cap design when
you select "Wide cap" mode. And in case of changing mode, please re-turn on HAPPYLink
after re-turning on HCS machine.)
Check off: Normal for Semi wide cap frame
Check on: Wide cap mode (Sew field 290 X 70 mm)
In case of re-turn on the HCS machine, please re-turn on HAPPYLink too.
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23. All head mending
This feature is designed only for multi-head machines, if it is set to "NO" only the head with

the thread break will mend. Ifitis set to yes all heads will mend at a thread break.
(Only for an embroidery machine with this function.)

24. Slow mend out
For multi-head machines, when mending finishes and all heads start to sew again, the

machine speed decreases to help the first few stitches be sewn.
(Only for an embroidery machine with this function.)

!
3.In case the ,ﬁ% speed stitch display switch button is pressed

(This function may not be used depending on Model.)

The tool buttons are indicated as follows.
current numer of
rotation speed stitch

HrEe e T e eliieifey Laitizy

% 5500 X N Em\eE e o N S P A A
5 wd
T | T

I Mams Stitches

5 GREENO1 616986

%t Rotation speed indication (Speed)
Display the rotation speed of main shaft in the machine, (r.p.m.) when you press this button.
At this time, a BEEP sound is heard at regular intervals.

M Stitch Counter (Stitches)

Display the current number of the stitch being sewn when you press this button.
At this time, a BEEP sound is heard at regular intervals.

Please click on [Close], [frame operation button] or [machine setting operation button] to cancel these

functions.
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A |etter (Letter)

(This function may not be used depending on Model.)
The embroidery machine has characters stored in it. When you click on the Character sewing button, the
character sewing setting dialogue box appears.

Set

rFont Fant size
7 Stylef Al || 15mm
¢ Style? Q & 10mm

7 mm
« Stled 2 || amm
~Limit of area

5 [180 & mm

You need to determine the proportions of the font and the size of the characters as well as the length
of a line.

Please input characters from the keyboard. You can put in up to 15 characters maximum.

Regarding which characters you can input please refer to the instruction manual for your embroidery
machine.

When you click on [Set], it will be set in the embroidery machine. The characters are saved as the
pattern in the machine. In Addition, the name of the pattern is the first eight characters typed.

When the length of a line is larger than that designated by the area selection, an error massage (Area
Over) will appear. In such a case, reduce the number of characters; lengthen the line or both to clear
the error. (Refer to the instruction manual of the machine, too.).

Explanation of items to be selected
Selection of font (Font)
Selection is to be made from Style1, Style2 and Style3.

Selection of size (Size)
15mm
10mm
7mm
4mm

Selection of area (Area)

This is to determine the line length (0 - 290mm) of the characters.
Note: When the area is set to 0, the space between the characters will become 0.8mm.
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Data send Mode

You can send designs that are saved in the PC or on a diskette to the embroidery machine in this mode. You
can adjust the designs settings in the PC, and send it to the machine with the design.

You can make minor edits to the design.

When this software is started, the mode is [data send mode] and is shown as illustrated below.

“= HAPPY LINK

File Wiew  Parameter  Sepdl SimpleEdit Tool  Production  Siindo Help

AR S SB[ Em & sl e R R

Deszign information | 4

After reading the design, you can use the menu and tool buttons.

“ HAPPY LINK

Eile iew Parameter 3Zend SimpleEdit Toal Froduction Windew — Help

AEle cB 80 MEER N E. 7« [RAQ[EEpf 2

I wer hpemb.tap

Please select "Pattern Input" to select the pattern data in the PC.
After reading the data, you can set "Needle selection," or "adjust pattern," and send the pattern to the
embroidery machine.
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Options in this menu

1. Open design
This function reads embroidery data stored in the personal computer or on a diskette and
displays them.

2. Needle selection
This function sets the order of needles to sew. At every color change, the machine changes
to the next set needle.

3. Design adjust
This function sets parameters for scaling, rotation and reversing etc.

4. Repeat
This function enables the user to sew the same pattern multiple times on the same cloth.

5. Frame out
After having sewn the designated color, this function moves the drive frame to a position
previously designated. This function is used when you want to take care of something in the
middle of sewing.

6. Offset
Allows you to set the machine to have a starting position in which the frame may be located
offset from the actual position that stitching will begin. This allows for easy loading of the
frame into the machine.

7. Simple editing
This function is to do simple data editing of stitches of pattern data, such as deletion, moving,
or addition of a function, etc.

8. Send design data with functions to the machine
This function transmits the pattern with the settings of needle color changes and edit settings
etc. into the embroidery machine.

9. Save design data with functions
This function saves the pattern with the settings of the Needle selection and the Simple
editing, etc. in the personal computer or on a floppy disk.

10. Changing background color
This function enables you to change the background color (cloth color) of pattern.

11. Frame Check (Transmission of data after confirming the pattern in the drive frame)
Using this function, you can confirm the pattern’s position in the drive frame with the display.
You can also move of the drive frame, if you moved the frame in the display. Then, the
pattern with the settings of needle color changes and edit settings etc. is transmitted to the
embroidery machine.

12.View the production data
Production data is displayed.

13. Print selected design
You can print the selected design.

14.View the selected block by color
Only the color block of the current stitches in [simple editing] is displayed.
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Explanation of tool buttons

% Switching to operation mode

Data send mode

(On start-up of this software, it is the data send mode.)
oy
[= Open design

& Print selected design. Click on this icon to open the print menu

B Save design data (Save in HAPPY style)

]
Send design data with function to the machine

@ Frame Check (Transmission after having confirmed with the drive frame)
(This function may not be used depending on Model.)

““ Needle selection
Design adjust
‘e

¥ ¥ Repeat

'IIE!' Frame out

I
2 Offset

Changing background color

. View jump (Show every jump in the design)
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-’/ Stitch Point (Show stitch points by dot)

: Change the size of the stitch point (effective after needle drop point was displayed)

40

Zoom in

10

=% Zoom out

View the selected block by color (Effective only at time of editing)

About the Indicator

A black frame on the left side of the screen is the indicator.
An icon is displayed here when using "Needle selection", "Design adjust", "Repeat"," Simple editing".

Needle selection

Design adjust (Scaling etc.)

Repeat

Frame out

Simple editing

v
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Usage (Data send mode)

Open design

Select the pattern that you want to sew from the data in the PC, and read it.
Open the data from your computer, CD or Floppy disc.
The pattern that is read appears in the window. (The following illustration)

= HAPPY LINK
File Miew Parameter Send SimpleEdit Tool FProduction Window — Help

AEs e 80MEE R Y% E. /R QEKEDH 4

wer hpemb tap

Dezign information | Stitches:G074 Changes24 Widh1205 HeightB76 +XG648 -RH-G47 +Yv:288 -Y-288 A

Note:
The pattern will be shown in program window after adjusting its size. If a pattern is read after

maximizing the window, the patterns’ view size will be expanded.

The pattern that is read before maximizing the window will not be changed even if you maximize
the window size. If you close the window, and open it again, the viewing size will be adjusted to
the window size.

Reading (2 ways)

1. Open the pattern file select dialog box, and select the pattern from the list.
2. Itis also possible to drag and drop from Windows Explorer.
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by |

1.I=" Pattern open dialog

Open design menu by this button.

Freview Drive select Design list
= x4
I Preview [=c: g =]

= Ch abcdetgh tap

(== Program Files BUGS kap

= Happy ELEPHANT tap

[= HappyLink flowerd tap
TR | o

HAPPY15 tan

Jyaint tap
mal tap
madurm.tap
WWAPPEN tap

MAC

= 1135 MW 7102
t 787 ik 15
[HAPFY15 tap

Disk format / IHAF'F'Y(*I&P) = 4|Ok

Data format |
Cancel
@ Alto f'/HaFlF'Y < Brd © Zsk \ I'etc.func ¥ read /write ‘

| i
Size stitches

Pattern names to select change

Reading a design is done by the following process.

1. Select Disk drive and double-click on the "Pattern Folder" that contains the design.
2. Select the desired design and you will see a preview, if the preview box is checked.
3. Click on the [OK] button to choose the design you selected.

You can open HAPPY (.tap) and TJM (.DST .DSB .DSZ) only.

Please select your type of disk format. (Usually "HAPPY (*tap))

Note: If you cannot open a design properly, please change the [Data format] select from
[Auto] to [Brd] or [Zsk]. Then, try to open your design again.

If you selected a very large design, it could take a while to load. To avoid the wait,
remove the check from the preview box.

Open desien

= Ch

= Prograrm F
= HAPPY
= HAPPY L
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2.Drag & Drop

By dragging the pattern data from Explorer and dropping into the Happy Link window, you
can open the pattern.
HAPPY (*.tap), and TJM (*.dst)(*.dsb)(*.dsz) are available.
Note:
Please don’t drag and drop the pattern data into the HAPPY Link icon on the desktop. It
does not work.

About etc.function option read/write

"Etc func

¥ read f wirite |

If it is checked

All settings of [Needle selection], [Design adjust], [Repeat], [Frame out] and [Offset], can be
stored to the [Happy original setting file] .

When reading a design, settings that are saved can be read with the pattern. Therefore, the
settings of [Needle selection], etc. do not need to be set again.

When sending design data, settings that are saved can be sent with the design pattern.

If it is not checked

Note:

The settings will neither be saved nor sent. It does not read any settings that were saved
previously, either.

The following message is displayed after the pattern is sent, if [etc.func option read/write] is
not checked or, although it is checked, a [Happy original setting file] has not been created
yet.

INFORMATION

.
\l) It waz unable to send a settine.

(It was unable to send a setting.)
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Design information
Displayed design information
Marker (Cross cursor)

Shows your selected stitch point. (In pattern image in editing)
If the design is not being edited, the beginning of the pattern data is displayed.

|Design infnrmatinnl Stitches:3293 Change=3 Widh154.2 Height32.3 +:771 —-H-771 +Yv238 Y-85

Showing at the bottom of the screen.

[Stitches]
Showing the total number of stitches in the design

[Changes]
Showing the number of color changes in design.

[Width]
Showing the X size (left to right) of the design.

[Height]
Showing the Y size (top to bottom) of the design

+X

Showing right side length from the origin point of the design.
-X

Showing left side length from the origin point of the design.
+Y

Showing upper side length from the origin point of the design.
-Y

Showing lower side length from the origin point of the design.
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& Print selected design

You can print the selected design. Click on this icon to open the print menu.

Print H
r~ Printer
Mame: LLO-E70ESC/P 2 Properties |
Status: Default printer; Ready
Type: LLO-670 ESCAP 2
Wwherer  LPTT:
Commet:
— Print rang LCopi
o Al Mumber of copies: |1 3:
1 Pages from I fa I
Ijl ™ Collate
€1 Selection
coes |

Contents of print:

1. Pattern name

2. Stitches

3. Color

4. Width

5. Height

6. Indication by color block and stitches
7. Print of the pattern design

An example of a print is indicated as follows.

Pattern name: flower3 tap

Stitches: 4678

Colar: 4
Width:  80.8
Height. 80.5

Frint ofthe pattern design

Note:
The detail settings of the printer are changeable if you click on [File] - [Printer setup] in menu bar.
The indicated screen of the print menu or property of the driver varies by the printer driver used with
the PC.
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Bl save design data

You can save the currently selected design data.

Note:
If [etc.func read/write] in the Open design is checked, the settings of [needle selection] etc. will be

saved automatically.
DST format will be converted to Happy format and saved.
If you name this setting with the same name as the original file, it will replace the original file. Please

backup the original data before editing.

If you click on this icon, a file name input dialog will appear.

Save As._ EiE3
Save in: Ia pattemn j gl
hpemb.tap
S_tenn.tap

File name: | Save I
Save asfype: |HAPP'Y[tap) EF Cancel |

Select a drive and folder that you wish to save the design to. Then, input the name and click on

[save].

Note:
You cannot save the data on CD-ROM or CD-R.
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Send design data

Sends the design data to the embroidery machine. (A design must be open for this menu to open.)

Please make sure the embroidery machine is ready to accept the data before sending the data to the machine.

Note:
If [etc.func read/write] in the Open design is checked, the settings of [needle selection] etc. will be
sent with the design. The number of stitches of the pattern in the embroidery machine (which is
compatible with the HappyLink) will increase more than the stitches of the design because the
stitches of the [Trace data] are added.
For information about [Trace datal], refer to the [Trace type] in the Instruction manual of the embroidery
machine.

Preparation for reception of the data on the embroidery machine side.
Please refer to the Instruction manual of the embroidery machine to know whether it has an auto-
serial function or not. Any embroidery machine, which is compatible with HappyLink, has auto-serial
function.
If the auto-serial function is installed in your embroidery machine
You need to set the embroidery machine to the [drive mode] (which is the mode you can
start sewing in the embroidery machine). For information about the [drive mode], refer to the

Instruction manual of the embroidery machine.
This setting data will be sent with the pattern data.
If the auto-serial function is not installed in your embroidery machine

Please accept the data with Tape input setting.

Please follow instructions below for Tape input setting.

Note:
Please deselect read/write box in "etc. func." If you have already opened your
pattern, close it and re-open it as above.
If the read/write box is selected, an error will occur.

etc func :
’7 [ read § write

Note:
You must make the communication speed [baud rate] correspond in all the machines and PC.
Refer to the [Serial port setting].

Transmission of a pattern
Click on this button or "Send" in the menu bar to send the design to the embroidery machine.

The following message is shown and the pattern is not sent, if the cable is not connected or the
embroidery machine side is not ready. Click on [OK].

@ A connection iz cut offl

(A connection is cut off!)

Note: In USB, "Macine is busy." is shown.
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Progress conditions are indicated with the [progress bar] in the middle of the transmission.

When the transmission is over, the following message is shown.

INFORMATION x|

\l‘) Complete

(Complete.)

Note:

The following message is shown after the pattern is sent, if the [etc.func option
read/write] is not checked or although it is checked, the [Happy original setting file]
has not been created yet.

INFORMATION

.
\:\[’) It waz unable to send a settine.

(It was unable to send a setting.)

In this case, the name of the transmitted pattern is the eight characters of the
number of total stitches. For example, the name saved in the embroidery machine
is [2604], if the total stitches are 2604.

The transmission will be canceled when you click on "Cancel" during the transmission.
Then, click on [OK] as the following message is shown.

\l‘) Break off

(Break off.)

Note:

Error: E-090 is shown and data is not received by the embroidery machine, when you send
the design if the communication speed (Baud rate) is different with the PC and the
embroidery machine. Click on "Cancel" in the [progress bar], as the transfer is continued to
the end by the PC.

The following message will be shown if the amount of memory of the embroidery machine is
exceeded during sending of pattern data. (The pattern is not sent) Delete some designs
from memory and re-send the design.

ERROR

(E- 110 Memory full.)
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¥ Frame check

(This function may not be used depending on Model.)

You can check whether the design will fit in the frame size on the display in PC. Then you can move the frame
on the display and click on [set]. The drive frame will move to the set position and the design pattern data will
be sent to the machine.

When you click on the [Transmission of data after confirming pattern and the drive frame] button, the scene
opens for checking. (Or [Send] - [Frame check] in the menu bar.)

FrameCheck,

Cap | User |
F-Round | R-Sqguare |
T-Round  T-Square |

I% 3207320

ﬂ%ﬂ Eentenng ”

F\dove Value(mm)

Haxis |D Yaxus |U Sef |

Frame:
R-Round: Regular round
R-Square: Regular square
T-Round: Tubular round
T-Square: Tubular Square
Cap: Cap frame
User: User’s frame

Note:
Any frame, which cannot be used in the embroidery machine, is not shown.
The frame size that appears will be adjusted to show the allowable stitching area.
You can save five of your own frame sizes in "User."
Please click on "Close" to finish FrameCheck in the middle of the work.
In case of re-turn on the HCS machine, please re-turn on HAPPYLink too.
If [etc.func read/write] in the Open design is checked, all settings of [needle selection]
etc. will be sent with the design to the embroidery machine.
Please take care to check that the [presser foot] doesn'’t hit the drive frame when tracin
when you start sewing. Please refer to the [Trace type] in the Instruction manual of the
embroidery machine about the [Trace] function.
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How to check and set
1. Select the frame you expect to use in the embroidery machine from the list.
After deciding on the frame, please select it from the frame size list and click on it. The
present position of the frame on the embroidery machine is displayed on the screen.

FrameCheck

Cap | User |
R-Round | R-Square |
TRound  T-Square |

i

ﬁ%{[ﬂ Centering ”

"Move YWalus(mm}

Xaxis: |0 Yaxis |0 Set | Close |

At this moment, if the pattern is larger than the frame, you can’t use it. Please use a bigger
frame or use a smaller pattern.
Please refer to [Design Adjust].

2. Move the frame on the screen. (The frame on the embroidery machine stays motionless).

=l

T

Please keep pressing ' — and move the displayed frame to a position you desire.
When you stop pressing the button, the displayed frame will also stop.

In addition, when you click on [Centering], the center of the frame will move to the center of
pattern.

As the frame moves, the display of the distance from the first position of the frame changes.

Move Value(mm)

Aans: |'1 Yaxs | 32 ||

Note: Please take care not to have the pattern go beyond the frame. The needles will hit the
frame and the embroidery machine could be damaged.

3. Transmit the design data.
Click on the set button.

Move Value(mm)

Haxs: |’l “r’a}z|5| 3z Set |
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4. The following message is shown. The moving value of the frame will be sent to the embroidery
machine.

W arning

& Attention! Frame will move.

(Attention! Frame will move.)

When you click on [OK],_please be careful as the drive frame on the embroidery machine will
move.

5. Another message is shown.

Information

@ Current pattern data will be sert.

(Current pattern data will be sent.)
When you click on [OK], the design data will be sent to the embroidery machine.

6. When the transmission is finished, the following message is shown.

INFORMATION [E3

@ Complete

(Complete.)
When you click on [OK], "FrameCheck" will be finished.

Note:

The following message is shown after the pattern was sent, if [etc.func option

read/write] is not checked or although it is checked, the [Happy original setting file]
has not been created yet.

INFORMATION

.
\:\[‘) It waz unable to send a settine.

(It was unable to send a setting.)
Refer to the [Send design data] about the transmission of a pattern.
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User’s frame
You can see the User list by selecting the User tab.
R-Round | R-Sguare |

T-Round | T-Square |
Cap User

Entry |
131 240 =
1324507 460
1333207 320
134 Custom =l

You can save five of your own frame sizes in "User."
You can input your own frame size. (An unregistered portion is displayed as [Custom].)

Input or Change
After clicking on the list that you want to change or input, click on the Entry button. The Input
form will be opened. Select one from round frames or square frames, and input the number.
After inputting, entry finishes upon clicking on [OK].

Round frame
Please input the inner diameter of the frame. (Please downsize it by 40 mm
from the actual frame size to prevent the needle or presser foot from hitting
the frame.)

User

Ok |
Cancel |

Square frame.
Please input the inner length and width of the frame. (Please downsize it by
40 mm from the actual frame size to prevent the needle or presser foot from
hitting the frame.)

Vertical bore in the frame Horizontal bore in the frame
User
Type
~

Cancel |
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To clear the input number, and return to custom display.
Please put "0", and click on "OK."

Note:
When you input nothing, the following message will be indicated.
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i Needle selection

You can designate the order of needles to be used for sewing.

Note:
If [etc.func read/write] in the Open design dialogue box is checked, the settings of [needle selection] will be
saved automatically.

1.You can set the needle for pattern color change.

2.You can insert a stop command in the color change process. You can make the machine stop at the stop
command.
If you change the number of the needle bar after having set a color change stop, the color change stop will
go off. You will then need to reset it.

3.You can set the sewing speed at the color change.

Click on "Needle selection". The input window will open. (A design must already be opened, or this key will not
be active.)

MNeedle and Place to hange Place to
Thread color Stap mark be clicked Thread color be clicked
MHeedle =
8 4 3 2 1 w
NEEE B BR
1.1 0 XF Stop
I Baner
wSpeedChange
= narmal
" gph
 s5p1
 gp2
C 5pm
%
Reset |
iZancel
I ! 1 i
Colar change Selectneedle Mumberof start Speed

number numhber stitches of colar

How to select:

1. Select color change number.

2. Select the color you desire from the number of the needle bars above. Please repeat this process
for every color change number.
Please check "Stop" and/or "Borer" if you wish to use these functions. (Only embroidery machines
that have Borers can use this function)

3. Click on the "OK" button.
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Stop mark
If you check the stop box after you selected the needle, a [*] mark appears on the right side of
needle number and color change stop is set.
Sewing proceeds, but the embroidery machine will stop when this color has completed sewing.
Push the start button on the embroidery machine to restart.
Borer
If you check this mark, you will have a [B] symbol on right side of the needle number.
If you use this function, you need to install a borer device to the machine. Please refer to
[Options].
Alteration of speed
You can set the speed of the embroidery machine at every change. The set machine speed is
displayed.
Normal
Normal speed
sph
Release of speed limit
spl
Setting speed limit at 700rpm (different by machine model)
sp2
Setting speed limit at 600rpm (different by machine model)
spm
Setting speed limit at 300rpm (different by machine model)
Reset
Reset all of your needle numbers to "0" for color changes.
Other functions (stop etc.) will all go off.
OK
Input contents are saved in the [Happy original setting file].
Cancel
Without saving the input contents in the [Happy original setting file], the screen will be closed.
Change Thread color
You use this button for the Thread color change menu. You can change the display color that will
represent each thread color.
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How to change Thread color

1. Click on the @ Change Thread color button to open a Thread color change menu.

2. Select and click on the needle you wish to change the color of.
3. Select from the color pallet, this will change the needle color.
4. Click on "Return" to apply your setting.

MNeedle and color table

MNeedle gelection

Colaor pallet

70



Design adjust

You can set the scale and alter the selected pattern. (Sewing data doesn’t change itself. The data is changed

only for sewing.)
Note:

If [ect.func read/write] in the Open design is checked, settings of [Design adjust] will be saved

automatically.
Click on this button to open a Design adjust menu in the Data send mode.
(A design must be open for this to work.)

rScale
50 - 200%

R L] o = % _ Defaut:_|

Ty |10 = %
e 350 - +359d

|_ - +' i Diefault

m J— IO i’ degree —l
~Width —
_anveﬁ - - = -

< fe

oo 4 o 9 A b - %I

Ok |
Cancel |

You can change the above items in the following ways:
1. Drag the Scrollbar.
2. Input data from your keyboard into the number box.
3. Click on Up/Down button with your mouse.
If you use "Convert" just click on a direction to rotate the design.
You will get the standard settings back by clicking on [Default].
Click on [OK] after having input. This menu will be closed.
When you sew with width adjustment setting, an error may occur at the end point.
In this case, please return the stitch width setting to "0.0".
[Function and adjustment]
Scale
The machine scales in X and Y directions for every 1% proportionately.
1. Scale adjust X side (Scale X) 50~200 %, Original size: 100 %
2. Scale adjustY side (Scale Y) 50~200 %, Original size: 100 %

Angle
With the start point of the pattern as a pivot point, the machine changes the angle in 1degree
increments.
1. Angle: -359~359 degree, Original size: 0 degree

Width
The machine adjusts stitch width in a design within range of —1.0~1.0mm in increments of
0.1 mm.
1. Width -1.0~1.0mm

Convert

Using the start point of the pattern as a pivot point, the machine changes the angle in 90-

degree increments and it mirrors the design.
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¥ Repeat

The machine automatically embroiders a specified number of pieces in X and Y directions.

If [etc.func read/w

Click on this butto

rite] in the Open design is checked, they will be saved automatically.

n to open the repeat menu in the Data send mode.

(A design must be open for this menu to open.)

1- 30pi
E E % l—plece 1 i’ Default |
R:(R L0 1 —— =
rSpace
RR x -999 9 - +399 9mm Omm i’ Detaut
R R YJ et |
R,R
rPriority
Y‘E;Ef o x ~y Diefault
1 ‘_Rf

Ok |
Cancel |

You can change the above items in the following ways:
1. Drag the Scrollbar.

2.1n
3.Cl

put data from your keyboard into the number box.
ick on Up/Down button with your mouse.

In the [Priority], please click on the button for the direction you prefer.
You will get the standard settings back by clicking on [Default].
Click on [OK] after having input. This menu will be closed.

[Functio

n and adjustment]

Piece

Set the number of pieces in the X and Y direction.
1. Pieces: X 1~30 pieces
2. Pieces:Y 1~30 pieces

Space

Prio

This sets X and Y distance between the start point of each pattern, when repeat is used.
When a positive value is input, the machine makes repeat toward the right or upward. If a
negative value is used it will move to the left or downward.

1. Space: X -999.9~999.9mm

2. Space:Y -999.9~999.9mm

rity

When using more than 2 pieces in the X orY direction, a priority must be set to determine
which piece to start first.

1. Priority: X - Left/Right, Y - Top/Bottom

X direction: horizontal direction is the first priority, and vertical direction will be the second.
Y direction: vertical direction is the first priority, and horizontal direction will be the second.
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& Frame out

By adding a "Frame out" command to the pattern color number, the machine can move the frame and stop it on
the position that you set up after sewing all of a color. When you restart it, the frame will move to the normal
stitching position and continue to work. This function is convenient for trimming of threads in the middle of

sewing or placing an appliqué.
Note: If [etc.func read/write] in the Open design is checked, settings of [Frame out] will be saved automatically.

When you click on

the frame out button, the menu opens.

Frame out Flace to
value be clicked
x
N
i ¥ [250
. \x_ v 5 i i o
(¥~ (¥) ¥
9 . i
" 0 v F t
v =rame ou
2 JE 7506
3 9024
4 9786
5 11750
5 5 @ 13097
7 13505 Ol
Cancel
Golof change  Select needls Frame out
number number mark

Input the

amount of the frame out by numbers, and select the color change that you want to move at

the end of. Click on [Frame out]. The @ sign will appear on the right of the needle number.

With the start point of the pattern as a base point, please set the distance to move for the frame out.
How to set frame out
Examplel

Puosition of I!Z

frame out

Vi250

X1 180 Position of start

of pattern
1. X:-150Y: 250 Input these numbers.
2. Please click on the color change number you desire to add the frame out to.
3. Please click on [Frame out]. When this is set, an @ sign is put next to the needle bar
number.
4.When you click on [OK] after input, the screen will close and the frame out is set.
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Example 2. easy setting cautions [ of an input ]: -- it is necessary to perform the clauses 2-4 of
Example 1 after a setup

4 i ¥
@ 2 ¥) ¥
o f" i
A ChecCK OT a CheCK bution sets up the reguiar value.

] ¢ |-100 v 100

Value

@]K
.X:100 out of which a frame comes to this side left-hand side, and Y:100 are set up at the
time of a frame-out.

M
4

.X:0 out of which a frame comes to the front, and Y:100 are set up at the time of a frame-out.

ht2
.X:-100 out of which a frame comes to this side right-hand side, and Y:100 are set up at the
time of a frame-out.

74



v Offset

If you set up an off set position, the frame moves from the off set position to its initial position and starts
working.

Using the off set setting, you can start stitching from wherever you want.

Use the off set setting with the origin function, and the frame will move back to the off set position automatically
after it completes stitching.

Note:
If [etc.func read/write] in the Open design dialogue box was checked, the settings of [Offset] will be saved

automatically.

When you click on the [Offset] button, the input screen will open.

X ISD Y |—1UO
Reset |

Q
Y\%‘

Cancel

i

With the start point of the drive frame as a base point, please set the move distance to the start point
of the pattern.

How to set offset
Example)

FPosition of Startl
of frame
(base paint)

2100

ool Faosition of start
of pattern

1.X:50Y:-100 Input these numbers.
2.When you click on [OK] after input, the screen will close.

75



(2 Changing the background color

You can change the background color (cloth color).

When you click on the [Change of background color] button, the window of change of background color
appears.

=101 x|

Cancel
|| e

The color you set will remain unchanged until you change the background color.

The current background color is shown in the window marked [Before]. When you click on the color
pallet, a new color appears in the window marked [After]. When you click on [OK], the background
color changes.

= View Jump
View every jump in the design.
When you wish to remove the jumps from the display, please click on it again.

~ Stitch point
Indicate stitch points by placing dots in each one.
If the pattern color is black, the dot will be yellow.
In a large pattern, the dot size might be small.
You can change the dot size with the next icon "Changing size of stitch point".

**" Changing size of stitch point
If the needle drop point display button has been pressed, when you click on this button, the needle drop
point is displayed larger. To return it to its previous size, click on it again.

T r;{Zoom-in, out

When you click on this button, the pattern in the display will be enlarged or reduced. A marker will
indicate the center.
(This function only affects the view, not your design.)
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+I# View the selected block by color

You can use this button if you have clicked on [Simple Edit]. Refer to [View the selected block by color]
in [Simple Edit].

1S DIF::IIViewpoint

Changes view of the design.
You can move the viewpoint by using the direction key.

> [To right] Key

Click on this key to change viewpoint to right side.

<] [To left] Key

Click on this key to change viewpoint to left side.

<~ [To upper] Key
Click on this key to change viewpoint to upper side.

=7 [To lower] key
Click on this key to change viewpoint to lower side.

Moving amount

I =

10 —

You can change the step of the direction key.

You can change it by using the up and down keys, or put in the number from your keyboard.

If you increase the number a lot, you might not be able to see the pattern because the pattern has shifted
out of the window.
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Simple editing

The program offers some basic editing functions such as moving a stitch, change a stitch function, changing
the design size and searching for a stitch point. You can save this simple edited data.
Note:

Please back up the data before the simple editing so as not to lose its original data.
You can save it with the same file name on the original data after the simple editing.

File : View Parameter Send { SimpleEdit) Tool Productiol

AT cBED | NE e

v hpemb.tap

Click on "Simple edit" on the menu to open the Editing menu
You can only click on Simple edit in the Data send Mode. (A design must be open to view this menu)

wee HAPPY LIMK ] 1|

File  View FPFarameter Send  SimpleEdit Tool  Production  Window Help

TR A IS D
21 || rData search——

=] =

Stitch : 0
F : jump

X 00

¥ . 0.0

—Method
= Change
 Jump

~ Start /End
Lol

10

=100

= 1000

FEe | SBEm|E Y &L 3. -

v Jyoint tap

Function
£ Change
% Insert
I'E Delete
SE Null

— Close |
1] | _vllI

Design informati0n| Stitchesb034 Changes:4 Widh1809 Height:869 +X186 -X-2489 +v:512 -Y-67 S

 clese |

L Click on this "Close" button and it will return to the "Data sending mode".
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When you click on [Close€] if you edited the file, the following message is displayed.

iarning

This pattern iz edited. Do you overwrite this pattern?

]_w |

(This pattern is edited. Do you want to overwrite this pattern?)
When you click on [Yes], the contents of the design are replaced with the edited information.
When you click on [No], the edits are forgotten.

"Simple edit" has the functions below.

1. Data search
Move to the stitch you want to edit and have the stitches (the number of stitches) and data
displayed.

2. Search Method
Select the method to search stitch data.

3. Function
Allows you to add, erase, or move selected stitches. The design data itself will be changed
here. Please backup the original data before the simple edit.
Change stitch setting:

You can change the present stitch to a color change, jump, end, or a normal stitch.

Insert stitch:
You can insert a color change, jump, end, or a normal stitch in front of the present
stitch position.

Delete:
You can delete the present stitch.

Null stitch (zero data):
You can insert a Zero stitch.

W
4, sl# View the selected block by color

With this button pressed, you will get only the color block at the position of the current stitch
displayed. (Usable only in editing).

5. Cancellation of edited contents (Edit revert)
You can cancel the [Simple Edit]. The design data and the settings of [Needle selection]
return to the condition before you began.
Note:
If you are closing the pattern, the editing will be finished.
If you are finishing the editing without saving the data, you will be asked whether you want to save the
data or not.
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Data Search

Please move to the stitch you want to edit and have the stitches (the number of stitches) data in editing
displayed. It also indicates the position of the stitches with a marker (shaped cursor).

The edit screen

Stitch
Showing stitch number as selected

F

Showing function of selected stitch
X

Showing X movement data
Y

Showing Y movement data
[Forward search] Key
=1

Scroll forward through stitch points.
[Backward search] Key
=1l

Scroll back through stitch points.

The method of searching can be selected from [Search Method].
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Search Method

—tethod
" Change
o Jump_-'_-- :
" Start /End-
1
ol [ R
coo
000

Please select how to select stitch (number of stitches) data from the following.

[Color change] search

This option will search [Zl=fforward or | ==Tback color by color
If the pattern has a color change function, you can change the needle in embroidery.

[Jump] search
This option will search from one jump stitch function to the next.
Jump function will skip stitching without sewing.

[End Point] search
This option will take the cursor to the start point or end point.

[Move 1]
This option will search [ZI=fforward and |"=Jlback 1 stitch at a time.

[Move 10]
This option will search [Zl=fforward and |""=Iback 10 stitches at a time.

[Move 100]
This option will search |ZI=forward and |"=Jlback 100 stitches at a time.

[Move 1000]
This option will search [ZI=fforward and |"=J'Iback 1000 stitches at a time.
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Function

#% Change
%Insen..._
I'% Delete
o Mul

The Simple edit menu can add, erase, move a stitch and change a function.

Note:
If you name this setting with the same name as the original file, it will replace the original file. Please
backup the original data before editing.

m [Change] key

Click on this icon to open the stitch change menu. You can change stitch data and functions for
selected stitches.

~Function
 Color Change

o Jump
“ End
@ Stitch

—Stitch data
X

00

|00Y
oK |
[ et |

Cancel

When selecting a Jump function or Stitch, You need to input "X data", "Y data".
When selecting (Color change) or (End) function, you do not have to enter stitch data.

Clicking on [OK] will save changes.
The pattern will be changed when you change the setting.
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4|% nsett | [Insert] Key

Click on this icon to insert a stitch before selected stitch point, and then the stitch inseart menu will

—Function
 Color Change

o Jump
 End

Zancel |

When selecting a Jump function or Stitch, You need to input "X data", and "Y data".
When selecting (Color change) or (End) function, you do not have to enter stitch data.

Clicking on [OK] will accept changes.
The pattern will be changed when you insert the data.

BB (pelete] Key

Click on this icon to erase the selected stitch, and then a confirmation menu will open.

Stitch erase E

@ AIE you sure eraze stitch 7

(Are you sure erase stitch?)
Click on [Yes] to delete the stitch.
The pattern will be changed when you delete the data.

o Nun | [Insert null stitch] Key

Click on this icon to insert a null stitch (No X, or Y movement data) before the selected stitch and the
confirmation menu will open.

Insert null stitch E

@ Are you zure insert null stitch ?
Mo |

(Are you sure insert null stitch?)

Click on [Yes] to change design.
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+I# View the selected block by color

View the selected block by color (Usable only in simple editing)
Only the color block of the current stitches in [simple editing] is displayed.
Select [Change] in [Method]. The pattern displays only the color block at the position of the current when you

search by |"=[Forward search] or |[L==][Back search], if this button is pushed,

(Example) the pattern of the figure 1 is shown by color blocks and is shown in the figure 2, and figure 3.

Figure 1 : Usual pattern display

wor flower] tap

Figure 2 : Display by color block (1)
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Cancel of edited contents (Edit revert)

You can cancel the [Simple Edit]. The design data and the setting of [Needle selection] return to the condition
just before you changed them.

Note:
If you saved the file you edited during the [Edit revert], you cannot use [Edit revert]. And, if you edit

something, you can use this function again. In this case, the pattern data and the setting of [Needle
selection] return to the condition of the last save.

= HAPPY LINK

File Miew Parameter Send Sim

Pattern open & ﬁ |

Pattern cloge

Save az

Part zetting
Options

Print
Printer setup

Tool option

Exit

ENT

When you click on [File] — [Edit Revert] in the menu, the message [Lose all changes since your save?] is

displayed.

Information

@ Loge all changes since your save 7

(Lose all changes since your save?)

When you click on [Yes], the edited contents are canceled and the contents will return to those before
editing.

E The indicator that indicated contents being edited goes off.

85



View the production data

(This function may not be used depending on Model.)

You can view, print out, and output the file of the production data that is collected if your machine has these
features.

When you select [Production] in the menu, the production data dialogue is displayed.

File iiew Parameter Zend SimpleEdit Toeal ( Production ) Window Help

AR cHEDMEE N E./+]RQ

wer hpemb.tap

Production

Bl Save(CSY) |§ Print | Printer setup | IU?J’UUQUEB AM11.39:39

Head |Production |Thread break |Perhour |Per8hours ||
» 35 0 4.646 37T
| 2 35 0 4 646 377
| 3 35 0 4.646 377
| 4 35 0 4 646 377
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Function of production data dialogue

Head: Head number of an embroidery machine. It shows each head number of the embroidery machine.

Production: Production capacity.

Thread break: Thread break frequency.

Per hour: Production capacity in an hour.

Per 8 hours: Production capacity in an eight hour shift.

Per 16 hours: Production capacity in a sixteen hour time frame.

Still-time: Interval. The time when the operation of the embroidery machine is stopped.

Running time: Operation hours. The time until operation stops after the start button of the embroidery

machine is pushed and operation is begun.

Operating rate: The rate of operation.
Running time = Operating rate / total time
Total time is the time until the embroidery machine is turned off after it is turned on.
Total time = Running time + Still-time

Reset: Reset all data.

Save: Save the data in a CSV file.

Print: Print out the data.

Printer setup: Setting up of printer.
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Arrangement of files in window

Display arrangement can be changed in the "Window" of the menu bar after reading some pattern files.
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[Cascade] (arrangement like the cascade)
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[Arrange icons] (The files are arranged when you
minimize the pattern files and click on this.)
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Trouble shooting Q/A

1."Operation Mode" field

Q1: You have a "Communication has been interrupted!”, "A connection is cut off.”,
"Machine is busy.", or, "Machine is not ready.” Message.

A1: Incorrect cable connection.
Please double-check the serial cable connection between the machine and PC.

A2: Are you using the proper cable?
Please use a "RS232C Crossover Cable".

A3: Is the "Port setting" correct on the PC?
Click on "Port setting" in the "File" on the menu bar. Set "Port No." in PC that you connect the
serial cable to. Adjust the "Baud rate" to the communication speed of the embroidery
machine.

A4:You don’t set the embroidery machine to the [drive mode] after having turned the machine on.
Set the embroidery machine to the [drive mode].
Note:

About the [drive mode], refer to the Instruction manual of the embroidery machine.

A5: Connection check box in "Port setting" has been ticked. (Only HAPPYLink Ver.A1.04)

Take off the tick from the box.

Q2: "USB is not ready" is displayed.
The USB cable is to use the cable of the USB2.0 standard(within 5m).
A1:You did not connect the embroidery machine to the PC with a USB cable.
Please connect the embroidery machine to the PC with a USB cable before you activate the
HappyLink. Refer to the [Preparation] of the [Basic knowledge and operation] about
connecting the cable.
A2: USB driver is not recognized.
After doing the following 5 items, please restart the software again.
[a] Turn the embroidery machine off.
[b] Close the HappyLlInk program.
[c] Remove the USB cable from the personal computer.
[d] Turn the embroidery machine on and set the embroidery machine to the [drive
mode] (which is the mode you can start sewing).
[e] Connect the embroidery machine and the PC with the USB cable again.
Note:
If the [Add New Hardware Wizard] began, please install it in accordance with the driver
installation. Refer to [Installing USB driver].
About the [drive mode], refer to the Instruction manual of the embroidery machine.
A3: USB driver is not installed.
Please check whether the driver has been installed.
How to check:
With the embroidery machine and PC connected with a USB cable
Please click on in order: [Start] - [Setting] - [control Panel] in Windows. Then open
[System] and choose [Device Manager].
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If "Happy Embroidery Machine" is displayed in the column under the Universal serial
controller, the driver is installed.

1. When the driver is not installed.
Please install it in accordance with the [Installing USB driver].

2. There is a device marked [Unknown...], or, there is a [!] mark (or red X mark) at the
top of the device of [HAPPY Embroidery Machine].
After you do the following 5 items, please check again whether the driver has been
installed.
[a] Turn the embroidery machine off.
[b] Close the HappyLInk program.
[c] Remove the USB cable from the personal computer.
[d] Turn the embroidery machine on and put the embroidery machine into
[drive mode] (which is the mode you can start sewing).
[e] Connect the embroidery machine and the PC with the USB cable
again.
Note:
If the [Add New Hardware Wizard] began, please install it in accordance with
driver installation. Please refer to [Installing USB driver].
About the [drive mode], refer to the Instruction manual of the embroidery
machine.

Q3: Cannot open "Operation mode".

A1:You select the machine type "Incompatible with HAPPY Link" in the "Mode setting" menu.

If you have a compatible machine, change the setting to "Compatible with HAPPY Link" in
"mode setting" menu then restart the "HAPPY Link" program.

A2: There is no pattern data in the embroidery machine. In this case, when you click on the
Operation mode button, two messages are indicated. ("Pattern is not found." and "It could
not get data. Please try again."). In addition, the [Operation mode] is not started.

Please try again after transmitting a pattern to the embroidery machine in the [Data send
mode].
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2."Data send mode" field

Q1:You cannot read design data from data disk.
A1: This software only reads Happy format (.TAP) and DST format (.DST,.DSB,.DSZ). So you
cannot read design data in other formats.

Q2: The embroidery machine emits beep sound.
A1:This sound is created when data is transmitted and transmission ends.
A2: This sound comes out when you click on a menu or tool button.

Q3: Pattern data is not transmitted.
A1: Baud rate of the machine and personal computer is not properly set.
Please set port settings properly. Then, try again.

Q4:The needle bar selection is not transmitted to the embroidery machine.
A1: There is no [Happy original setting file].
To check [read/write in etc.func] so that a [Happy original setting file] is created. After that,
please set the [needle selection] to make the [Happy original setting file].

A2:You haven't checked [read/write in etc.func] for various settings
Please check [read/write in etc.func] for various settings

Q5: You have a "Communication has been interrupted!”, "A connection is cut off.",
"Machine is busy.", or, "Machine is not ready." Message.
A1: Refer to the "Operation mode field".

Q6: "USB is not ready." Message.
A1: A USB cable is not connected.
Please connect your HAPPY embroidery machine and your PC with a USB cable.
The USB cable is to use the cable of the USB2.0 standard(within 5m).
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Glossary

Back up
This is to store copied data in another location

Baud rate
This is the RS232C communication speed.

Borer
This device cuts a hole in the cloth.

CD-ROM drive
This is a drive to read CD’s.

Click
This is to operate the left mouse button by pressing and releasing it.

Close
This is to close a window or dialogue.

Common file
This is a file to be used for other software.

COM port
This is a serial port to connect the RS-232C cable with personal computer.

Communication speed
This is speed for transferring data by RS232C and shown in bps. (baud rate)

Color block
This is an area divided by color in a pattern.

Control panel
This is a folder to conduct various settings of Windows.

CPU
CPU: This is abbreviation for Central Processing Unit.

Cross cable
This is a cable used when connecting a RS232C device.

Data format
This is the means of storage of data in the pattern file.
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Data send mode
This is one of two different sorts of basic modes in HappyLink. This enables you to read patterns,
select the order of needle bars and transmit such data to the embroidery machine. (The other mode is
operation mode)

Decompression
This is to return a compressed file to its previous size.

Desk top
This is a window with icons on display shown when activating Windows.

Dialogue
This is a box to input parameters and is displayed when selecting menu bar selections and tool
buttons.

Directory
This is the concept of an area that holds files, or the base of a stratified structure in the disk. Same as
folder

Disc format
This is expanded style of the pattern file.

Double-click
This is to make fast click twice in a row.

Drag
This is to move mouse with the mouse button depressed.
Drag & drop
This is to release the mouse button after dragging something to a new location.
Drive
This is a supplementary device for storing files.
Drive mode
This is the mode you can start sewing in the embroidery machine. Refer to the Instruction manual of
the embroidery machine.
Driver
This is a program to control devices connected to a personal computer. (Device driver)
EIA
Abbreviation of American Electronic Industries Alliance
Explorer

This is the name of a window to list files and folders.
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Export
This is to convert data to use file with other software and save it.

Floppy disk
Type of media to record data magnetically

Folder

This is a general name for a place to save files.
Font

The style of characters.
Form

This is the entire menu to be displayed after activation of software.

Happy original setting file
This is to save various settings (needle bar etc.) of patterns in Happy format.

Hard disk
This is a fixed disk of a personal computer used for primary storage.

Icon
This is a button to activate software as illustrated on the desktop in a simple drawing.

Indicator
This is a device to display the function in operation.

Location of installation
This is a place (folder) to store the program files of the software.

Maximization of window
This is to maximize a form on the entire computer screen.

Memory
This is storage space in a personal computer.

Menu bar
This is on the upper part of the window, where functions are listed by name.
Part of [File], [Editing], etc.

Needle bar selection
This machine is designed for multiple needle sewing. You will be able to pick any colored threads you
desire for a pattern. Therefore, you will be able to allocate colors you desire to any area of the pattern
and sew it automatically.
Generally, a pattern consists of a group of blocks of several colors, and you can designate any colored
thread (needle bar number) for these color blocks in advance.
This designation is [Needle Bar Selection].
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Number box
This is a dialogue box to input numbers.

Open
This is to open a form or dialogue box.

Operation mode
This is one of two different sorts of basic modes in HappyLink. You can operate settings in the
embroidery machine by using a personal computer. (The other mode is Data send mode.)

oS
This is software to control of the computer. (Operating System)
PC
This is the abbreviation for personal computer.
Port No
This is the number for the connector to connect a personal computer and a peripheral device.
Rename
To change the name of the pattern file
RS232C
This is a standard used as communication and is used for transferring data between a personal
computer and a peripheral device (embroidery machine).
Personal computers have port numbers such as COM1, COM2.
Scroll bar
When you can’t see all of a window entirely, please drag this bar to move the internal position for
display.
Serial cable

This is a RS232C cable to communicate with the embroidery machine.

Serial communication
This is communication method to transfer or receive data by RS232C cable.

Serial port
This is connector to use when making RS232C connection.

Serial port No
This is serial port number for COM1 or COM2 etc.

Set up
This is to install software.
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Slide bar
When you change a parameter number in a dialogue box, you can drag a slide bar by using a mouse.

Software
This is same as program.

Tool button
This starts part of the software and is illustrated by a button.

Uninstall
This is to remove software installed in personal computer.

USB
This is standard for interface to connect personal computer and some peripheral devices.

Window
This is square area divided on the form.

Wizard

This is to display a process that users answer questions in order to set up a particular situation within
the program.
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