
TechTips                           
For HAPPY HCS2-1201 Voyager  
Oiling and Cleaning Your Machine 
 
Purpose:  
Daily and weekly oiling schedule for the 12-needle Voyager 
machine, touch screen version.  Note: oiling points are the same 
as shown for previous versions of the 12-needle Voyager. 
 
“Daily” Oiling 
Oil should be applied to the rotary hook at the point shown by the yellow 
arrow in the photo, below, right..  Since the oiling point for the hook is 
exposed whenever the bobbin case is removed, the oiling schedule for 
the hook can be based on how often the bobbin thread is replaced: 
 

- If running the machine nonstop in an 8-hour period, oil the hook 
every 2-3 bobbin changes. 
 

- If running the machine light duty (not nonstop) during an 8-hour 
period, oil the hook every 4-5 bobbin changes. 

 
 
 
“Weekly” Oiling 
The service points shown in this section should be oiled every 40 hours of machine operation.  For example, if the 
machine is run only 10 hours per week, the points described should all be oiled every 4 weeks.   
 
 
1. Needle Bars: As seen in the photo on the right, access the 

needle bars by swinging open the take-up lever cover and 
through the slots under the take-up lever (shown as point a on 
the right).  Place a single drop of oil on the side of each of the 
12 needle bars (not in the hole at the top of the needle bars). 

 
 

2. Reciprocator and presser foot shafts – move the head to 
needle 1 to expose points b, c, and d in the diagram on the 
right:    
 
 
 
 
 
 
 
 

a. 1 drop of oil on all 12 of the needle bars. 
b. 2-3 drops of oil in the yellow-painted “cup” which 

oils the reciprocator shaft (or more than 2-3 sprays 
if using spray oil). 

c. 1 drop of oil on the upper presser foot shaft. 
d. 1 drop of oil on the lower part of the presser foot 

shaft. 
 

3. Basic Cleaning: On or about weekly, also remove the needle 
plate to expose the area around the hook and the moving/fixed 
knife.  Clean as-needed (with compressed air and appropriate 
cleaning solvent) and re-oil as needed.  Be sure to remove any 
significant buildups of oil / lint / thread / debris around the rotary 
hook and knife. 
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Press to select 
needle 1. 

Place 2-3 drops of oil at points, 
a, b, c, and d every 40 hours of 
machine operation. 
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Press this to call 
up the screen on 
the right. 

Removing the needle plate 
exposes more of the rotary hook 
area for more-thorough cleaning. 


